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6EP4438-7/FB00-3DX0

BRAND ORDER CODE / PRODUCT REFERENCE
Siemens 6EP4438-7FB00-3DX0

PRODUCT FAMILY CATEGORY

SITOP SEL1200 Power Supply Accessory

SUPPLY BASIS RECORD IDENTITY

RFQ / on request - no stock claim Catalog identity matched

PRODUCT DESCRIPTION

Siemens 6EP4438-7FB00-3DX0 Power Supply Accessory - SITOP SEL1200 selectivity module 8-channel switching characteristic
input: 24 V DC/60 A output: 24 V DC/8 x 10 A threshold adjustable 2-10 A with monitoring interface. Input: 24 V DC/60 A, Output: 24
V DC/8 x 10 A threshold adjustable 2-10 A with monitoring interface.

RECORDED SPECIFICATIONS

Depth 125 mm

Width 45 mm

Height 135 mm

Efficiency 98 %

Net weight 0.3 kg

Power loss 18w

Coil voltage 24V DC

Product type Power Supply Accessory
Number of outputs 8

Protection class IP 1P20
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INDUMARKET

ADDITIONAL SPECIFICATIONS
Adjustable current range
Manufacturer part number
Input current rated value
Input voltage DC rated value
Adjustable current response value
Internal fuse protection per output

Ambient temperature during operation

MANUFACTURER DOCUMENTATION

Product Specification Summary

2-10 A

6EP4438-7FB00-3DX0

60 A

24V

2-10A

16 A

-25...+70°C

10A

No manufacturer document is linked because exact-SKU or compatible-family evidence has not been recorded.

Document status: This is an InduMarket product specification summary, not a manufacturer-issued datasheet. It is generated from the
catalog record for the exact part number. Any linked manufacturer document passed the SKU-compatibility evidence gate. Confirm
ratings, compatibility, certifications and any successor reference before ordering.
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