
Electrical installation
solutions for rolling stock 
applications

•	 Rolling stock dedicated fire- & smoke-
protective material ensure passenger 
& personal safety

•	 Vibration- and shock-tested and 
approved products of highest quality

•	 Extensive range of accessories ensures 
installation flexibility and fulfills 
requirements of all applications

— 
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All ABB products available in this catalogue are not only compliant with the main standards for the 
railways sector but fulfill the requirements of the most important and demanding international 
standards  for household and industrial installations. The scope of these standards is reported below:

	- IEC/EN 60898-1: applies to a.c. air-break circuit breakers for operation at 50 Hz or 60 Hz, having a 
rated voltage not exceeding 440 V (between phases), a rated current not exceeding 125 A and a 
rated short-circuit capacity not exceeding 25000 A. These MCBs are intended for the protection 
against overcurrent of wiring installations of buildings and similar applications; they are designed 
for use by uninstructed people and for not being maintained. 

	- IEC/EN 60898-2: gives additional requirements for circuit breakers which are suitable for operation 
with direct current, and have a rated d.c. voltage not exceeding 220 V for single-pole and 440 V for 
two-pole circuit breakers, a rated current not exceeding 125 A and a rated d.c. short-circuit capacity 
not exceeding 10 000 A. 

	- IEC/EN 60947-2: applies to low voltage circuit breakers (MCBs) for use in industrial and similar 
applications. In particular, the standards refer to circuit breakers, the main contacts of which are 
intended to be connected to circuits, the rated voltage of which does not exceed 1000 V AC or 
1500 V DC; it also contains additional requirements for integrally fused circuit breakers. 

	- IEC/EN 61009: apply to residual current operated circuit breakers with integral overcurrent 
protection for household and similar uses (RCBOs), for rated voltages not exceeding 440 V AC with 
rated frequencies of 50 Hz, 60 Hz or 50/60 Hz and rated currents not exceeding 125 A and rated 
short circuit capacities not exceeding 25000 A for operation at 50 Hz or 60 Hz.

Product Name IEC/EN 60898-1 IEC /EN 60898-2 IEC/EN 60947-2 IEC/EN61009 UL1077

S 200 MT ■ ■ ■

S 200 MT UC ■ ■

S 200 MTR (DC) ■

ST 200 MTR (DC) ■ ■

S 202 TC ■

S800P ■ ■

S800S ■ ■ ■

S800S-UC ■ ■

S800C ■ ■ ■

S800N ■ ■

DS 201 T ■

DS301CT ■

DS 203 NC ■

—
Introduction
Railway reference standards
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Miniature circuit breakers�

Selection tables � 02/2

Miniature circuit breakers S 200

S 200 MT and S 200 MT UC� 02/6

S 200 MT  � 02/8

S 200 MT UC � 02/22

S 202 TC � 02/32

S 200 MTR - S 200 MTR DC� 02/34

ST 200 MTR   - ST 200 MTR DC� 02/50

Miniature circuit breakers S800

High Performance MCB S800� 02/60

S800P� 02/62

S800S and S800S-UC series, 50 kA � 02/90

S800N series, 36 kA � 02/94

S800C series, 25 kA � 02/102

—
Electrical installation solutions for rolling stock applications
Miniature circuit breakers



02/60 E LEC TR I C A L I N S TA LL ATI O N S O LUTI O N S FO R RO LLI N G S TO CK A PPLI C ATI O N S

0
2

—
High Performance MCB S800
Incomparable performances to meet the highest demand

QR code
Quick access to product 
main details and 
relevant documentation

Suitable for upgrading your 
applications
Compatible with a wide range 
of accessories

Interchangeable terminals
Possibility of having failsafe 
cage or ringlug terminal 
connections

Product marking
Clear and easy 

identification of 
product name 

and relevant 
characteristics 

Toggle position
indication (TPI)
Clear identification
of the moving contact
(ON-OFF-TRIP)

Contact position
indication (CPI)
Clear visualization
of the device status
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Shock and vibration resistance
The S800 range is tested according to 
IEC 61373 for Rolling stock equipment 
– Shock and vibration tests, meeting 
the requirements Category 1 / Class B. 

Play it safe: display the operational 
state
3 status of the device, clearly identified 
with toggle position: ON-OFF-TRIP.
The trip position in the middle, 
identifies if the devices has tripped 
due to overcurrent. 
OFF position indicates manual 
tripping.
In both cases contacts are opened and 
CPI becomes green. 

Housing materials
The S800 range is designed with 
specific plastic materials to satisfy fire 
and smoke requirements in traction 
applications. 
Plastic material V0 according 
to UL94 and classified with Hazard 
level R26/HL3; R22/HL2 according to 
EN45545-2 standard.

Reliability at high performance
The S800 product series guarantees a 
complete safe electrical isolation of 
the circuit in compliance to IEC 60947-2.
It offers high breaking capacity and 
high rated current to cover different 
applications.

Wide range of accessories
The S800 range is compatible with a 
wide range of accessories that extend 
the  functions of the MCB.  Functioning 
not only as a protection device, but 
also for remote control and monitoring 
of the installation. 
The range of accessories include 
auxiliary contacts, aux/signal contacts, 
remote switching unit, short circuit 
limiter, shunt operation releases, 
undervoltage releases, RCD block and 
busbars.

Cage and ringlug terminals
Interchangeable terminal adapter, 
makes easy to change from cage to 
ring terminals, guarantying easy 
installation with high level of flexibility.
Fast and safe connection of the 
conductors is ensured by the “onboard 
terminal shutter” integrated into the 
body of the terminal, thereby 
preventing incorrect under-clamping 
of the connections. 
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MCBs 
S800P series technical

S800P

 S800P

Performance Tripping characteristics B, C, D, K
Standards IEC/EN 60947-2,

UL 1077
Number of Poles 1, 2, 3, 4
Rated current In 80 … 125 A
Rated frequency f 50/60 Hz
Rated insulation voltage Ui acc. to IEC/EN 60664-1 (V) AC 690 V
Rated impulse withstand voltage Uimp. (1.2/50 μs) 6 kV
Dielectric test voltage at ind. freq. for 1 min. 2.4 kV
Overvoltage category III
Pollution degree 3
Suitability for isolation Yes

Data acc. to
IEC/EN 60947-2

Rated operational voltage Ue AC 240/400 V (1-pole)

AC 415/690 V (multi-pole)

DC 125 V (1-pole)

DC 250 V (2-pole)

DC 375 V (3-pole)

DC 500 V (4-pole)
Min. operating voltage AC/DC 12 V
Rated ultimate short-circuit capacity Icu 

(Single pole / Multi pole)

 

AC 240/415 V = 50kA

AC 254/440 V = 30 kA

AC 289/500 V = 15 kA (80 A)

AC 289/500 V = 10 kA (100...125 A)

AC 400/690 V = 6 kA (80 A)

AC 400/690 V = 4.5 kA (100...125 A)

DC 125 V (1-pole) = 30 kA

DC 250 V (2-pole) = 30 kA

DC 375 V (3-pole) = 30 kA

DC 500 V (4-pole) = 30 kA
Rated service short-circuit capacity Ics 

(Single pole / Multi pole)

AC 240/415 V = 40 kA

Reference temperature for tripping characteristics 30°C (Char. B, C, D)

40°C (Char. K)
Electrical and Mechanical Endurance - cycle 

(OFF-ON-OFF)

80...100 A:

6000 electrical / 10000 mechanical

125 A:

4000 electrical / 8000 mechanical
Data acc. to 
IEC/EN 60898-1 
(based on 
internal 
test only)

Rated short-circuit capacity Icn Char. B, C, D: 

AC 230/400 V = 25 kA (80 A)

AC 230/400 V = 15 kA (100...125 A)
Grid distance 50 mm

Data acc. to UL 
1077/ C22.2 No 
235, Supplemen-
tary Protector

Alternating current: int. cap. 1P		

AC 240 = 20 kA		  (80…100A)

AC 277 = 10 kA		  (80…100A)
2P, 3P, 4P		

AC 240 V = 20 kA		  (80…100A)

AC 277 V = 10 kA		  (80…100A)
Direct current: int. cap. DC 125 V (1P) = 10 kA		

(80…100A)

DC 250 V (2P) = 10 kA		

(80…100A)

DC 375 V (3P) = 10 kA		

(80…100A)

DC 500 V (4P) = 10 kA		

(80…100A)
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MCBs 
S800P series technical

S800P

 S800P

Mechanical Data Housing type Material group I, RAL 7035
Toggle type Black, lockable
Plastic classification acc. to UL94 V0
Classification acc. to EN45545-2 component 

requirement / hazard level

R26 / HL3; R22 / HL2

Protection degree acc. to EN 60529 IP20; IP40 (under the cover frame)
Resistance to shock acc. to IEC/EN 60068-2-27 5g / 30ms, Test Ea
Shock resistance acc. to IEC/EN 61373 5g / 30ms, Cat 1 / Class B
Resistance to Vibrations acc. to IEC 60068-2-6 5 - 13.2Hz /1 mm

13.2 - 100Hz / 0.7g

with load 80% x Ie, Test Fc
Environmental condition (dry heat) 

acc. to IEC/EN 60068-2-2

16 hours 70°C

Environmental condition (damp heat)

acc. to IEC/EN 60068-2-30

2 cycles: 12h 55°C @98% rh; 12h 25°C @93% 

rh
Environmental condition (low temp)

acc. to IEC/EN 60068-2-1

16 hours -25°C

Ambient temperature (with daily average ≤ +35 °C) -40....+70°C
Storage temperature –40 … +70°C 

Installation Terminal type Failsafe cage or ringlug terminal
Connections (top/bottom) – Cu only 1 … 50 flexible mm2   

1 … 70 Solid (Rigid / Stranded) mm2
Tightening torque 3.5 (Nm)

31 (in-lbs)
Wire stripping length 19 mm
Screwdriver POZI 2
Mounting type EN 60715
Mounting position Any
Supply from Top and bottom

Dimensions and 
Weight

Pole dimensions (H x L x W) 95 x 82.5 x 27* mm 
Pole weight	 Ca. 240 g

* On multi-pole versions, rated current 125A is equipped with a lateral cover of 4.5mm on each product side. Overall product width increases of 9mm

 S800-AUX S800-AUX/ALT S800-RSU-H S800W-RSU S800S-SCL-SR S800W-SCL-SR S800HV-SCL-SR S800-SOR S800-UVR DDA 800

Combination 
with aux.
Elements

Yes Yes Yes Yes Yes Yes No Yes Yes Yes
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MCBs
S800P B characteristic

S800P - B Characteristic 
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for people and big length cables in TN and IT systems;
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50kA

S800P - B Characteristic with ringlug terminal connection
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for people and big length cables in TN and IT systems;
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50kA

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 516833 S801P-B80 2CCG001214R0001 0.245 1

100 516840 S801P-B100 2CCG001215R0001 0.245 1

125 516857 S801P-B125 2CCG001216R0001 0.245 1

2 80 516864 S802P-B80 2CCG001217R0001 0.490 1

100 516871 S802P-B100 2CCG001218R0001 0.490 1

125 516888 S802P-B125 2CCG001219R0001 0.515 1

3 80 516895 S803P-B80 2CCG001220R0001 0.740 1

100 516901 S803P-B100 2CCG001221R0001 0.740 1

125 516918 S803P-B125 2CCG001222R0001 0.765 1

4 80 516925 S804P-B80 2CCG001223R0001 0.980 1

100 516932 S804P-B100 2CCG001224R0001 0.980 1

125 516949 S804P-B125 2CCG001225R0001 1.005 1

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 517311 S801P-B80-R 2CCG001262R0001 0.255 1

100 517472 S801P-B100-R 2CCG001278R0001 0.255 1

125 517632 S801P-B125-R 2CCG001294R0001 0.255 1

2 80 517359 S802P-B80-R 2CCG001266R0001 0.510 1

100 517519 S802P-B100-R 2CCG001282R0001 0.510 1

125 517670 S802P-B125-R 2CCG001298R0001 0.535 1

3 80 517397 S803P-B80-R 2CCG001270R0001 0.761 1

100 517557 S803P-B100-R 2CCG001286R0001 0.761 1

125 517717 S803P-B125-R 2CCG001302R0001 0.790 1

4 80 517434 S804P-B80-R 2CCG001274R0001 1.015 1

100 517595 S804P-B100-R 2CCG001290R0001 1.015 1

125 517755 S804P-B125-R 2CCG001306R0001 1.045 1

http://new.abb.com/products/2CCG001214R0001
http://new.abb.com/products/2CCG001215R0001
http://new.abb.com/products/2CCG001216R0001
http://new.abb.com/products/2CCG001217R0001
http://new.abb.com/products/2CCG001218R0001
http://new.abb.com/products/2CCG001219R0001
http://new.abb.com/products/2CCG001220R0001
http://new.abb.com/products/2CCG001221R0001
http://new.abb.com/products/2CCG001222R0001
http://new.abb.com/products/2CCG001223R0001
http://new.abb.com/products/2CCG001224R0001
http://new.abb.com/products/2CCG001225R0001
http://new.abb.com/products/2CCG001262R0001
http://new.abb.com/products/2CCG001278R0001
http://new.abb.com/products/2CCG001294R0001
http://new.abb.com/products/2CCG001266R0001
http://new.abb.com/products/2CCG001282R0001
http://new.abb.com/products/2CCG001298R0001
http://new.abb.com/products/2CCG001270R0001
http://new.abb.com/products/2CCG001286R0001
http://new.abb.com/products/2CCG001302R0001
http://new.abb.com/products/2CCG001274R0001
http://new.abb.com/products/2CCG001290R0001
http://new.abb.com/products/2CCG001306R0001
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MCBs
S800P C characteristic

S800P - C Characteristic 
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for resistive and inductive loads with low inrush current;
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50kA

S800P - C Characteristic with ringlug terminal connection
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for resistive and inductive loads with low inrush current; 
ery useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50kA

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 516956 S801P-C80 2CCG001226R0001 0.245 1

100 516963 S801P-C100 2CCG001227R0001 0.245 1

125 516970 S801P-C125 2CCG001228R0001 0.245 1

2 80 516987 S802P-C80 2CCG001229R0001 0.490 1

100 516994 S802P-C100 2CCG001230R0001 0.490 1

125 517007 S802P-C125 2CCG001231R0001 0.515 1

3 80 517014 S803P-C80 2CCG001232R0001 0.740 1

100 517021 S803P-C100 2CCG001233R0001 0.740 1

125 517038 S803P-C125 2CCG001234R0001 0.765 1

4 80 517045 S804P-C80 2CCG001235R0001 0.980 1

100 517052 S804P-C100 2CCG001236R0001 0.980 1

125 517069 S804P-C125 2CCG001237R0001 1.005 1

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 517328 S801P-C80-R 2CCG001263R0001 0.255 1

100 517489 S801P-C100-R 2CCG001279R0001 0.255 1

125 517649 S801P-C125-R 2CCG001295R0001 0.255 1

2 80 517366 S802P-C80-R 2CCG001267R0001 0.510 1

100 517526 S802P-C100-R 2CCG001283R0001 0.510 1

125 517687 S802P-C125-R 2CCG001299R0001 0.535 1

3 80 517403 S803P-C80-R 2CCG001271R0001 0.761 1

100 517564 S803P-C100-R 2CCG001287R0001 0.761 1

125 517724 S803P-C125-R 2CCG001303R0001 0.790 1

4 80 517441 S804P-C80-R 2CCG001275R0001 1.015 1

100 517601 S804P-C100-R 2CCG001291R0001 1.015 1

125 517762 S804P-C125-R 2CCG001307R0001 1.045 1

http://new.abb.com/products/2CCG001226R0001
http://new.abb.com/products/2CCG001227R0001
http://new.abb.com/products/2CCG001228R0001
http://new.abb.com/products/2CCG001229R0001
http://new.abb.com/products/2CCG001230R0001
http://new.abb.com/products/2CCG001231R0001
http://new.abb.com/products/2CCG001232R0001
http://new.abb.com/products/2CCG001233R0001
http://new.abb.com/products/2CCG001234R0001
http://new.abb.com/products/2CCG001235R0001
http://new.abb.com/products/2CCG001236R0001
http://new.abb.com/products/2CCG001237R0001
http://new.abb.com/products/2CCG001263R0001
http://new.abb.com/products/2CCG001279R0001
http://new.abb.com/products/2CCG001295R0001
http://new.abb.com/products/2CCG001267R0001
http://new.abb.com/products/2CCG001283R0001
http://new.abb.com/products/2CCG001299R0001
http://new.abb.com/products/2CCG001271R0001
http://new.abb.com/products/2CCG001287R0001
http://new.abb.com/products/2CCG001303R0001
http://new.abb.com/products/2CCG001275R0001
http://new.abb.com/products/2CCG001291R0001
http://new.abb.com/products/2CCG001307R0001
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MCBs
S800P D characteristic

S800P - D Characteristic 
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for circuits which supply loads with high inrush current at the 
circuit closing (motors, LV / LV transformers, breakdown lamps); very useful when selectivity is needed 
vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard:  IEC/EN 60947-2
Icu=50kA

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 517076 S801P-D80 2CCG001238R0001 0.245 1

100 517083 S801P-D100 2CCG001239R0001 0.245 1

125 517090 S801P-D125 2CCG001240R0001 0.245 1

2 80 517106 S802P-D80 2CCG001241R0001 0.490 1

100 517113 S802P-D100 2CCG001242R0001 0.490 1

125 517120 S802P-D125 2CCG001243R0001 0.515 1

3 80 517137 S803P-D80 2CCG001244R0001 0.740 1

100 517144 S803P-D100 2CCG001245R0001 0.740 1

125 517151 S803P-D125 2CCG001246R0001 0.765 1

4 80 517168 S804P-D80 2CCG001247R0001 0.980 1

100 517175 S804P-D100 2CCG001248R0001 0.980 1

125 517182 S804P-D125 2CCG001249R0001 1.005 1

S800P

S800P - D Characteristic with ringlug terminal connection
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for circuits which supply loads with high inrush current at the 
circuit closing (motors, LV / LV transformers, breakdown lamps); very useful when selectivity is needed 
vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50kA

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 517335 S801P-D80-R 2CCG001264R0001 0.255 1

100 517496 S801P-D100-R 2CCG001280R0001 0.255 1

125 517656 S801P-D125-R 2CCG001296R0001 0.255 1

2 80 517373 S802P-D80-R 2CCG001268R0001 0.510 1

100 517533 S802P-D100-R 2CCG001284R0001 0.510 1

125 517694 S802P-D125-R 2CCG001300R0001 0.535 1

3 80 517410 S803P-D80-R 2CCG001272R0001 0.761 1

100 517571 S803P-D100-R 2CCG001288R0001 0.761 1

125 517731 S803P-D125-R 2CCG001304R0001 0.790 1

4 80 517458 S804P-D80-R 2CCG001276R0001 1.015 1

100 517618 S804P-D100-R 2CCG001292R0001 1.015 1

125 517779 S804P-D125-R 2CCG001308R0001 1.045 1

http://new.abb.com/products/2CCG001238R0001
http://new.abb.com/products/2CCG001239R0001
http://new.abb.com/products/2CCG001240R0001
http://new.abb.com/products/2CCG001241R0001
http://new.abb.com/products/2CCG001242R0001
http://new.abb.com/products/2CCG001243R0001
http://new.abb.com/products/2CCG001244R0001
http://new.abb.com/products/2CCG001245R0001
http://new.abb.com/products/2CCG001246R0001
http://new.abb.com/products/2CCG001247R0001
http://new.abb.com/products/2CCG001248R0001
http://new.abb.com/products/2CCG001249R0001
http://new.abb.com/products/2CCG001264R0001
http://new.abb.com/products/2CCG001280R0001
http://new.abb.com/products/2CCG001296R0001
http://new.abb.com/products/2CCG001268R0001
http://new.abb.com/products/2CCG001284R0001
http://new.abb.com/products/2CCG001300R0001
http://new.abb.com/products/2CCG001272R0001
http://new.abb.com/products/2CCG001288R0001
http://new.abb.com/products/2CCG001304R0001
http://new.abb.com/products/2CCG001276R0001
http://new.abb.com/products/2CCG001292R0001
http://new.abb.com/products/2CCG001308R0001
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MCBs
S800P K characteristic

S800P - K Characteristic 
Function: protection and control of the circuits like motors, transformer and auxiliary circuits, against 
overloads and short-circuits when a high breaking capacity is required; very useful when selectivity is 
needed vs an MCCB or back-up vs other MCBs wired downstream.
Advantages: no nuisance tripping in the case of functional peak currents up to 10xIn, 
depending on the series; through its highly sensitive thermostatic bimetal trip, the K-type 
characteristic offers protection to damageable elements in the overcurrent range; it also 
provides the best protection to cables and lines.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50kA

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 517199 S801P-K80 2CCG001250R0001 0.245 1

100 517205 S801P-K100 2CCG001251R0001 0.245 1

125 517212 S801P-K125 2CCG001252R0001 0.245 1

2 80 517229 S802P-K80 2CCG001253R0001 0.490 1

100 517236 S802P-K100 2CCG001254R0001 0.490 1

125 517243 S802P-K125 2CCG001255R0001 0.515 1

3 80 517250 S803P-K80 2CCG001256R0001 0.740 1

100 517267 S803P-K100 2CCG001257R0001 0.740 1

125 517274 S803P-K125 2CCG001258R0001 0.765 1

4 80 517281 S804P-K80 2CCG001259R0001 0.980 1

100 517298 S804P-K100 2CCG001260R0001 0.980 1

125 517304 S804P-K125 2CCG001261R0001 1.005 1

S800P - K Characteristic with ringlug terminal connection
Function: protection and control of the circuits like motors, transformer and auxiliary circuits, against 
overloads and short-circuits when a high breaking capacity is required; very useful when selectivity is 
needed vs an MCCB or back-up vs other MCBs wired downstream.
Advantages: no nuisance tripping in the case of functional peak currents up to 10xIn, 
depending on the series; through its highly sensitive thermostatic bimetal trip, the K-type 
characteristic offers protection to damageable elements in the overcurrent range; it also 
provides the best protection to cables and lines.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50kA

Number
of poles

Rated current  
[A]

Bbn 7612271
EAN

Order details Weight
[kg]

Pack.
unitType Code Order code

1 80 517342 S801P-K80-R 2CCG001265R0001 0.255 1

100 517502 S801P-K100-R 2CCG001281R0001 0.255 1

125 517663 S801P-K125-R 2CCG001297R0001 0.255 1

2 80 517380 S802P-K80-R 2CCG001269R0001 0.510 1

100 517540 S802P-K100-R 2CCG001285R0001 0.510 1

125 517700 S802P-K125-R 2CCG001301R0001 0.535 1

3 80 517427 S803P-K80-R 2CCG001273R0001 0.761 1

100 517588 S803P-K100-R 2CCG001289R0001 0.761 1

125 517748 S803P-K125-R 2CCG001305R0001 0.790 1

4 80 517465 S804P-K80-R 2CCG001277R0001 1.015 1

100 517625 S804P-K100-R 2CCG001293R0001 1.015 1

125 517786 S804P-K125-R 2CCG001309R0001 1.045 1

http://new.abb.com/products/2CCG001250R0001
http://new.abb.com/products/2CCG001251R0001
http://new.abb.com/products/2CCG001252R0001
http://new.abb.com/products/2CCG001253R0001
http://new.abb.com/products/2CCG001254R0001
http://new.abb.com/products/2CCG001255R0001
http://new.abb.com/products/2CCG001256R0001
http://new.abb.com/products/2CCG001257R0001
http://new.abb.com/products/2CCG001258R0001
http://new.abb.com/products/2CCG001259R0001
http://new.abb.com/products/2CCG001260R0001
http://new.abb.com/products/2CCG001261R0001
http://new.abb.com/products/2CCG001265R0001
http://new.abb.com/products/2CCG001281R0001
http://new.abb.com/products/2CCG001297R0001
http://new.abb.com/products/2CCG001269R0001
http://new.abb.com/products/2CCG001285R0001
http://new.abb.com/products/2CCG001301R0001
http://new.abb.com/products/2CCG001273R0001
http://new.abb.com/products/2CCG001289R0001
http://new.abb.com/products/2CCG001305R0001
http://new.abb.com/products/2CCG001277R0001
http://new.abb.com/products/2CCG001293R0001
http://new.abb.com/products/2CCG001309R0001
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MCBs 
S800S series technical features

S800S S803S-KM S800S-UC

General Data

Tripping characteristics B, C, D, K, KM UCB, UCK

Standards
IEC/EN 60947-2,  
EN 60898-1, UL 1077

IEC/EN 60947-2 IEC/EN 60947-2

Number of poles 1 … 4 3 1 … 4

Rated current Ie A 0.5 … 63 10 … 80 0.5 … 125

Rated frequency f Hz 50/60 50/60 50/60

Rated insulation voltage Ui acc. to IEC/EN 60664-1 V AC 690 AC 690 DC 1500

Rated impulse withstand voltage Uimp. (1.2/50 µs) kV 8 8 8

Dielectric test voltage at ind. freq. for 1 min. kV 2.4 2.4 2.4

Overvoltage category IV IV III

Pollution degree 3 3 2

Suitability for isolation yes yes yes

Data acc. to IEC/EN 60898-1

Grid distance mm 50 - -

Rated operational voltage Ue V AC 230/400 - -

Min. operating voltage	 V AC 12 - -
Rated short-circuit capacity Icn kA Char. B, C, D: 

230/400 V (10 … 63A) = 25 kA
- -

Reference temperature for tripping characteristics °C 30°C (Char. B, C, D)

Electrical and Mechanical Endurance cycle 
(OFF-ON-
OFF)

10...32 A: 10000 electrical / 
10000 mechanical
40...63 A: 6000 electrical / 
10000 mechanical	

- -

Service short-circuit capacity Ics kA Char. B, C, D:  
230/400 V (10 … 63 A)  
= 12.5 kA

- -

Data acc. to IEC/EN 60947-2
Rated operational voltage Ue V AC 240/400 V (1-pole)

AC 415/690 V (multi-pole)
DC 125 (1-pole)
DC 250 (2-pole)
DC 375 (3-pole)
DC 500 (4-pole)

AC 415/690 V DC 250 (1-pole)
DC 500 (2-pole)
DC 750 (3-pole)
DC 750 (4-pole)
(63 … 125 A)
DC 1000 (4-pole)
(up to 50 A)

Min. operating voltage V AC/DC 12 V AC/DC 12 V DC 12 V
Rated ultimate short-circuit capacity Icu 
(Single pole / Multi pole)

kA AC 240/415 V = 50kA
AC 254/440 V = 30 kA
AC 289/500 V = 15 kA
AC 400/690 V = 6 kA

DC 125 V (1-pole) = 30 kA
DC 250 V (2-pole) = 30 kA
DC 375 V (3-pole) = 30 kA
DC 500 V (4-pole) = 30 kA

AC 415V = 50 kA
AC 440V = 30 kA
AC 690V = 6 kA

DC 375 V = 30 kA

DC 250 V (1-pole) =50kA
DC 500 V (2-pole) =50kA
DC 750 V (3-pole) =50kA
DC 750 V (4-pole) (63...125A) =50kA
DC 1000V (4-pole)(up to 50A) = 
50 kA

Rated service short-circuit capacity Ics 
(Single pole / Multi pole)

kA AC 240/415 V = 40 kA
AC 254/440 V = 22.5 kA
AC 289/500 V = 11 kA
AC 400/690 V = 4 kA

DC 125 V (1-pole) = 30 kA
DC 250 V (2-pole) = 30 kA
DC 375 V (3-pole) = 30 kA
DC 500 V (4-pole) = 30 kA

DC 375 V = 30 kA

DC 250 V (1-pole): 50kA 
for Ie <125A; 20kA Ie = 125A

DC 500 V (2-pole): 50kA 
for Ie <125A; 20kA Ie = 125A

DC 750 V (3-pole): 50kA 
for Ie <125A; 20kA Ie = 125A

DC 750 V (4-pole): 50kA 
for Ie =(63...100A); 20kA Ie = 125A

DC 1000V (4-pole) 
(up to Ie = 50A): 50kA

Reference temperature for tripping characteristics °C B, C, D: 30 °C
K: 40 °C only magnetic release

UCB: 30 °C
UCK: 40 °C

Electrical and Mechanical Endurance cycle 
(OFF-ON-
OFF)

0.5...32 A: 10000 electrical / 10000 
mechanical
40...63 A: 6000 electrical / 10000 
mechanical

10 … 32 A: 10 000 
electrical/ 10000 
mechanical
40 ... 80 A:  
6000 electrical/  
4000 mechanical

0.5...100 A: 1500 electrical / 
10000 mechanical
125 A: 1000 electrical / 
8000 mechanical
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MCBs 
S800S series technical features

S800S / S803S-KM / S800S-UC

Data acc. to UL 1077/ C22.2 No 235, Supplementary Protector (only for S800S)
Alternating current:  
int. cap.

1
240: 30 (0.5…63A)
277: 14 (0.5…63A)
347: 6 (0.5…63A)
2,3,4
240: 30 (0.5...63A)
480 Y/277: 14 (0.5…63A)
600 Y/347: 6 (0.5…63A)

Mechanical Data

Housing type Material group I, RAL 7035

Toggle type black, lockable

Plastic classification acc. to UL94    V0
Classification for the component requirement /
hazard level acc. to EN45545-2

R26 / HL3; R22 / HL2

Protection degree acc. to EN 60529 IP20; IP40 (actuating end only)

Shock & Vibration Resistance acc. to IEC 61373 5g / 30ms, Cat 1 / Class B

Resistance to shock acc. to IEC/EN 60068-2-27 5g / 30ms, Test Ea
Resistance to Vibrations acc. to IEC 60068-2-6 5 - 13.2Hz /1 mm

13.2 - 100Hz / 0.7g
with load 80% x Ie, Test Fc

Environmental conditions (damp heat) 
acc. to IEC/EN 60068-2-30

°C/RH 2 cycles: 12h 55°C @98% rh; 12h 25°C @93% rh

Environmental condition (dry heat)
acc. to IEC/EN 60068-2-2

°C/RH 16 hours 70°C

Environmental condition (low temp)
acc. to IEC/EN 60068-2-1

°C/RH 16 hours -40°C

Ambient temperature (with daily average ≤ +35 °C)        °C -40....+70

Storage temperature °C –40 … +70

Installation

Terminal type Failsafe cage or ringlug terminal

Connections (top/bottom) – Cu only mm2

AWG
(S800S only)

1 … 50 flexible 
1 … 70 solid (rigid or stranded)
10 - 30 A: 14 AWG – 2 AWG
40 - 63 A: 14 AWG – 2 AWG

Tightening torque Nm 3.5

in-Ibs. 31

Wire stripping length mm 19

Screwdriver POZI 2

Mounting type EN 60715

Mounting position Any

Supply from Top and bottom

Dimensions and weight

Pole dimensions (H x L x W)		  mm 95 x 82.5 x 27*

Pole weight g ca. 240

* On multi-pole versions, rated current 125A is equipped with a lateral cover of 4.5mm on each product side. Overall product width increases of 9mm

S800-AUX S800-AUX/
ALT

S800-
RSU-H

S800W-
RSU

S800S-
SCL-SR

S800W-
SCL-SR

S800HV-
SCL-SR

S800-SOR S800-UVR DDA800

Combination 

with aux. Elements

yes yes yes yes yes yes no yes yes yes
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S800S-B characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for people and big length cables in TN and 
IT systems; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs 
wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60898, IEC/EN 60947-2, UL 1077, supplementary protector
Icn=25kA (10 ... 80A)
Icu=50 kA

—
MCBs
S800S series with cage terminal B characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

1 0.5 498979 S801S-B0,5 2CCF019841R0001 0.24 1

1 498986 S801S-B1 2CCF019842R0001 0.24 1

1.6 498993 S801S-B1,6 2CCF019843R0001 0.24 1

2 499105 S801S-B2 2CCF019844R0001 0.24 1

2.5 499112 S801S-B2,5 2CCF019845R0001 0.24 1

3 499129 S801S-B3 2CCF019846R0001 0.24 1

4 499136 S801S-B4 2CCF019847R0001 0.24 1

5 499143 S801S-B5 2CCF019848R0001 0.24 1

    6 408107 S801S-B6 2CCS861001R0065 0.24 1

    8 411329 S801S-B8 2CCS861001R0085 0.24 1

  10 200008 S801S-B10 2CCS861001R0105 0.24 1

  13 200015 S801S-B13 2CCS861001R0135 0.24 1

  16 200022 S801S-B16 2CCS861001R0165 0.24 1

  20 200039 S801S-B20 2CCS861001R0205 0.24 1

  25 200046 S801S-B25 2CCS861001R0255 0.24 1

  32 200053 S801S-B32 2CCS861001R0325 0.24 1

  40 200060 S801S-B40 2CCS861001R0405 0.24 1

  50 200077 S801S-B50 2CCS861001R0505 0.24 1

  63 200084 S801S-B63 2CCS861001R0635 0.24 1

2 0.5 499310 S802S-B0,5 2CCF019865R0001 0.49 1

1 499327 S802S-B1 2CCF019866R0001 0.49 1

1.6 499334 S802S-B1,6 2CCF019867R0001 0.49 1

2 499341 S802S-B2 2CCF019868R0001 0.49 1

2.5 499358 S802S-B2,5 2CCF019869R0001 0.49 1

3 499365 S802S-B3 2CCF019870R0001 0.49 1

4 499372 S802S-B4 2CCF019871R0001 0.49 1

5 499389 S802S-B5 2CCF019872R0001 0.49 1

    6 408114 S802S-B6 2CCS862001R0065 0.49 1

    8 411336 S802S-B8 2CCS862001R0085 0.49 1

  10 200121 S802S-B10 2CCS862001R0105 0.49 1

  13 200138 S802S-B13 2CCS862001R0135 0.49 1

  16 200145 S802S-B16 2CCS862001R0165 0.49 1

  20 200152 S802S-B20 2CCS862001R0205 0.49 1

  25 200169 S802S-B25 2CCS862001R0255 0.49 1

  32 200176 S802S-B32 2CCS862001R0325 0.49 1

  40 200183 S802S-B40 2CCS862001R0405 0.49 1

  50 200190 S802S-B50 2CCS862001R0505 0.49 1

  63 200206 S802S-B63 2CCS862001R0635 0.49 1

S801S

S802S
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S800S series with cage terminal B characteristic

Number
of poles

Rated current 
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3 0.5 499556 S803S-B0,5 2CCF019889R0001 0.74 1

1 499563 S803S-B1 2CCF019890R0001 0.74 1

1.6 499570 S803S-B1,6 2CCF019891R0001 0.74 1

2 499587 S803S-B2 2CCF019892R0001 0.74 1

2.5 499594 S803S-B2,5 2CCF019893R0001 0.74 1

3 499600 S803S-B3 2CCF019894R0001 0.74 1

4 499617 S803S-B4 2CCF019895R0001 0.74 1

5 499624 S803S-B5 2CCF019896R0001 0.74 1

    6 408121 S803S-B6 2CCS863001R0065 0.74 1

    8 411343 S803S-B8 2CCS863001R0085 0.74 1

  10 200244 S803S-B10 2CCS863001R0105 0.74 1

  13 200251 S803S-B13 2CCS863001R0135 0.74 1

  16 200268 S803S-B16 2CCS863001R0165 0.74 1

  20 200275 S803S-B20 2CCS863001R0205 0.74 1

  25 200282 S803S-B25 2CCS863001R0255 0.74 1

  32 200299 S803S-B32 2CCS863001R0325 0.74 1

  40 200305 S803S-B40 2CCS863001R0405 0.74 1

  50 200312 S803S-B50 2CCS863001R0505 0.74 1

  63 200329 S803S-B63 2CCS863001R0635 0.74 1

4 0.5 499792 S804S-B0,5 2CCF019913R0001 0.98 1

1 499808 S804S-B1 2CCF019914R0001 0.98 1

1.6 499815 S804S-B1,6 2CCF019915R0001 0.98 1

2 499822 S804S-B2 2CCF019916R0001 0.98 1

2.5 499839 S804S-B2,5 2CCF019917R0001 0.98 1

3 499846 S804S-B3 2CCF019918R0001 0.98 1

4 499853 S804S-B4 2CCF019919R0001 0.98 1

5 499860 S804S-B5 2CCF019920R0001 0.98 1

    6 408138 S804S-B6 2CCS864001R0065 0.98 1

    8 411350 S804S-B8 2CCS864001R0085 0.98 1

  10 200367 S804S-B10 2CCS864001R0105 0.98 1

  13 200374 S804S-B13 2CCS864001R0135 0.98 1

  16 200381 S804S-B16 2CCS864001R0165 0.98 1

  20 200398 S804S-B20 2CCS864001R0205 0.98 1

  25 200404 S804S-B25 2CCS864001R0255 0.98 1

  32 200411 S804S-B32 2CCS864001R0325 0.98 1

  40 200428 S804S-B40 2CCS864001R0405 0.98 1

  50 200435 S804S-B50 2CCS864001R0505 0.98 1

  63 200442 S804S-B63 2CCS864001R0635 0.98 1

S803S

S804S
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S800S-B characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for people and big length cables in TN and IT 
systems; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired 
downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60898, IEC/EN 60947-2, UL 1077, supplementary protector
Icn=25kA (10 ... 80A)
Icu=50 kA

Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

1 6 408268 S801S-B6-R 2CCS861002R0065 0.245 1

8 411480 S801S-B8-R 2CCS861002R0085 0.245 1

10 209636 S801S-B10-R 2CCS861002R0105 0.245 1

13 209643 S801S-B13-R 2CCS861002R0135 0.245 1

16 209650 S801S-B16-R 2CCS861002R0165 0.245 1

20 209667 S801S-B20-R 2CCS861002R0205 0.245 1

25 209674 S801S-B25-R 2CCS861002R0255 0.245 1

32 209681 S801S-B32-R 2CCS861002R0325 0.245 1

40 206826 S801S-B40-R 2CCS861002R0405 0.245 1

50 206833 S801S-B50-R 2CCS861002R0505 0.245 1

63 206840 S801S-B63-R 2CCS861002R0635 0.245 1

2 6 408275 S802S-B6-R 2CCS862002R0065 0.49 1

8 411497 S802S-B8-R 2CCS862002R0085 0.49 1

10 209698 S802S-B10-R 2CCS862002R0105 0.49 1

13 209704 S802S-B13-R 2CCS862002R0135 0.49 1

16 209711 S802S-B16-R 2CCS862002R0165 0.49 1

20 209728 S802S-B20-R 2CCS862002R0205 0.49 1

25 209735 S802S-B25-R 2CCS862002R0255 0.49 1

32 209742 S802S-B32-R 2CCS862002R0325 0.49 1

40 206888 S802S-B40-R 2CCS862002R0405 0.49 1

50 206895 S802S-B50-R 2CCS862002R0505 0.49 1

63 206901 S802S-B63-R 2CCS862002R0635 0.49 1

S801S

S802S

—
MCBs
S800S series with ring terminal connection B characteristic
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Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

3 6 408282 S803S-B6-R 2CCS863002R0065 0.735 1

8 411503 S803S-B8-R 2CCS863002R0085 0.735 1

10 209759 S803S-B10-R 2CCS863002R0105 0.735 1

13 209766 S803S-B13-R 2CCS863002R0135 0.735 1

16 209773 S803S-B16-R 2CCS863002R0165 0.735 1

20 209780 S803S-B20-R 2CCS863002R0205 0.735 1

25 209797 S803S-B25-R 2CCS863002R0255 0.735 1

32 209803 S803S-B32-R 2CCS863002R0325 0.735 1

40 206949 S803S-B40-R 2CCS863002R0405 0.735 1

50 206956 S803S-B50-R 2CCS863002R0505 0.735 1

63 206963 S803S-B63-R 2CCS863002R0635 0.735 1

4 6 408299 S804S-B6-R 2CCS864002R0065 0.98 1

8 411510 S804S-B8-R 2CCS864002R0085 0.98 1

10 209810 S804S-B10-R 2CCS864002R0105 0.98 1

13 209827 S804S-B13-R 2CCS864002R0135 0.98 1

16 209834 S804S-B16-R 2CCS864002R0165 0.98 1

20 209841 S804S-B20-R 2CCS864002R0205 0.98 1

25 209858 S804S-B25-R 2CCS864002R0255 0.98 1

32 209865 S804S-B32-R 2CCS864002R0325 0.98 1

40 207007 S804S-B40-R 2CCS864002R0405 0.98 1

50 207014 S804S-B50-R 2CCS864002R0505 0.98 1

63 207021 S804S-B63-R 2CCS864002R0635 0.98 1

S803S

S804S

—
MCBs
S800S series with ring terminal connection B characteristic
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S800S-C characteristic
Function: protection and control of the circuits against overloads and short-circuits when a 
high breaking capacity is required; protection for resistive and inductive loads with low 
inrush current; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs 
wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60898, IEC/EN 60947-2, UL 1077, supplementary protector
Icn=25kA (10 ... 80A)
Icu=50 kA

—
MCBs
S800S series with cage terminal C characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

1 0.5 499150 S801S-C0,5 2CCF019849R0001 0.24 1

1 499167 S801S-C1 2CCF019850R0001 0.24 1

1.6 499174 S801S-C1,6 2CCF019851R0001 0.24 1

2 499181 S801S-C2 2CCF019852R0001 0.24 1

2.5 499198 S801S-C2,5 2CCF019853R0001 0.24 1

3 499204 S801S-C3 2CCF019854R0001 0.24 1

4 499211 S801S-C4 2CCF019855R0001 0.24 1

5 499228 S801S-C5 2CCF019856R0001 0.24 1

    6 408145 S801S-C6 2CCS861001R0064 0.24 1

    8 411367 S801S-C8 2CCS861001R0084 0.24 1

  10 200480 S801S-C10 2CCS861001R0104 0.24 1

  13 200497 S801S-C13 2CCS861001R0134 0.24 1

  16 200503 S801S-C16 2CCS861001R0164 0.24 1

  20 200510 S801S-C20 2CCS861001R0204 0.24 1

  25 200527 S801S-C25 2CCS861001R0254 0.24 1

  32 200534 S801S-C32 2CCS861001R0324 0.24 1

  40 200541 S801S-C40 2CCS861001R0404 0.24 1

  50 200558 S801S-C50 2CCS861001R0504 0.24 1

  63 200565 S801S-C63 2CCS861001R0634 0.24 1

2 0.5 499396 S802S-C0,5 2CCF019873R0001 0.49 1

1 499402 S802S-C1 2CCF019874R0001 0.49 1

1.6 499419 S802S-C1,6 2CCF019875R0001 0.49 1

2 499426 S802S-C2 2CCF019876R0001 0.49 1

2.5 499433 S802S-C2,5 2CCF019877R0001 0.49 1

3 499440 S802S-C3 2CCF019878R0001 0.49 1

4 499457 S802S-C4 2CCF019879R0001 0.49 1

5 499464 S802S-C5 2CCF019880R0001 0.49 1

    6 408152 S802S-C6 2CCS862001R0064 0.49 1

    8 411374 S802S-C8 2CCS862001R0084 0.49 1

  10 200602 S802S-C10 2CCS862001R0104 0.49 1

  13 200619 S802S-C13 2CCS862001R0134 0.49 1

  16 200626 S802S-C16 2CCS862001R0164 0.49 1

  20 200633 S802S-C20 2CCS862001R0204 0.49 1

  25 200640 S802S-C25 2CCS862001R0254 0.49 1

  32 200657 S802S-C32 2CCS862001R0324 0.49 1

  40 200664 S802S-C40 2CCS862001R0404 0.49 1

  50 200671 S802S-C50 2CCS862001R0504 0.49 1

  63 200688 S802S-C63 2CCS862001R0634 0.49 1

S801S

S802S
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S800S series with cage terminal C characteristic

Number
of poles

Rated current 
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3 0.5 499631 S803S-C0,5 2CCF019897R0001 0.74 1

1 499648 S803S-C1 2CCF019898R0001 0.74 1

1.6 499655 S803S-C1,6 2CCF019899R0001 0.74 1

2 499662 S803S-C2 2CCF019900R0001 0.74 1

2.5 499679 S803S-C2,5 2CCF019901R0001 0.74 1

3 499686 S803S-C3 2CCF019902R0001 0.74 1

4 499693 S803S-C4 2CCF019903R0001 0.74 1

5 499709 S803S-C5 2CCF019904R0001 0.74 1

    6 408169 S803S-C6 2CCS863001R0064 0.74 1

    8 411381 S803S-C8 2CCS863001R0084 0.74 1

  10 200725 S803S-C10 2CCS863001R0104 0.74 1

  13 200732 S803S-C13 2CCS863001R0134 0.74 1

  16 200749 S803S-C16 2CCS863001R0164 0.74 1

  20 200756 S803S-C20 2CCS863001R0204 0.74 1

  25 200763 S803S-C25 2CCS863001R0254 0.74 1

  32 200770 S803S-C32 2CCS863001R0324 0.74 1

  40 200787 S803S-C40 2CCS863001R0404 0.74 1

  50 200794 S803S-C50 2CCS863001R0504 0.74 1

  63 200800 S803S-C63 2CCS863001R0634 0.74 1

4 0.5 499877 S804S-C0,5 2CCF019921R0001 0.98 1

1 499884 S804S-C1 2CCF019922R0001 0.98 1

1.6 499891 S804S-C1,6 2CCF019923R0001 0.98 1

2 499907 S804S-C2 2CCF019924R0001 0.98 1

2.5 499914 S804S-C2,5 2CCF019925R0001 0.98 1

3 499921 S804S-C3 2CCF019926R0001 0.98 1

4 499938 S804S-C4 2CCF019927R0001 0.98 1

5 499945 S804S-C5 2CCF019928R0001 0.98 1

    6 408176 S804S-C6 2CCS864001R0064 0.98 1

    8 411398 S804S-C8 2CCS864001R0084 0.98 1

  10 200848 S804S-C10 2CCS864001R0104 0.98 1

  13 200855 S804S-C13 2CCS864001R0134 0.98 1

  16 200862 S804S-C16 2CCS864001R0164 0.98 1

  20 200879 S804S-C20 2CCS864001R0204 0.98 1

  25 200886 S804S-C25 2CCS864001R0254 0.98 1

  32 200893 S804S-C32 2CCS864001R0324 0.98 1

  40 200909 S804S-C40 2CCS864001R0404 0.98 1

  50 200916 S804S-C50 2CCS864001R0504 0.98 1

  63 200923 S804S-C63 2CCS864001R0634 0.98 1

S803S

S804S
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S800S-C characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for resistive and inductive loads with low 
inrush current; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs 
wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2, IEC/EN 60898
Icn=25kA (10 ... 80A)
Icu=50 kA

Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

1 6 408305 S801S-C6-R 2CCS861002R0064 0.245 1

8 411527 S801S-C8-R 2CCS861002R0084 0.245 1

10 209872 S801S-C10-R 2CCS861002R0104 0.245 1

13 209889 S801S-C13-R 2CCS861002R0134 0.245 1

16 209896 S801S-C16-R 2CCS861002R0164 0.245 1

20 209902 S801S-C20-R 2CCS861002R0204 0.245 1

25 209919 S801S-C25-R 2CCS861002R0254 0.245 1

32 209926 S801S-C32-R 2CCS861002R0324 0.245 1

40 207069 S801S-C40-R 2CCS861002R0404 0.245 1

50 207076 S801S-C50-R 2CCS861002R0504 0.245 1

63 207083 S801S-C63-R 2CCS861002R0634 0.245 1

2 6 408312 S802S-C6-R 2CCS862002R0064 0.49 1

8 411534 S802S-C8-R 2CCS862001R0084 0.49 1

10 209933 S802S-C10-R 2CCS862002R0104 0.49 1

13 209940 S802S-C13-R 2CCS862002R0134 0.49 1

16 209957 S802S-C16-R 2CCS862002R0164 0.49 1

20 209964 S802S-C20-R 2CCS862002R0204 0.49 1

25 209971 S802S-C25-R 2CCS862002R0254 0.49 1

32 209988 S802S-C32-R 2CCS862002R0324 0.49 1

40 207120 S802S-C40-R 2CCS862002R0404 0.49 1

50 207137 S802S-C50-R 2CCS862002R0504 0.49 1

63 207144 S802S-C63-R 2CCS862002R0634 0.49 1

S801S

S802S

—
MCBs
S800S series with ring terminal connection C characteristic
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Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

3 6 408329 S803S-C6-R 2CCS863002R0064 0.735 1

8 411541 S803S-C8-R 2CCS863002R0084 0.735 1

10 209995 S803S-C10-R 2CCS863002R0104 0.735 1

13 210007 S803S-C13-R 2CCS863002R0134 0.735 1

16 210014 S803S-C16-R 2CCS863002R0164 0.735 1

20 210021 S803S-C20-R 2CCS863002R0204 0.735 1

25 210038 S803S-C25-R 2CCS863002R0254 0.735 1

32 210045 S803S-C32-R 2CCS863002R0324 0.735 1

40 207182 S803S-C40-R 2CCS863002R0404 0.735 1

50 207199 S803S-C50-R 2CCS863002R0504 0.735 1

63 207205 S803S-C63-R 2CCS863002R0634 0.735 1

4 6 408336 S804S-C6-R 2CCS864002R0064 0.98 1

8 411558 S804S-C8-R 2CCS864002R0084 0.98 1

10 210052 S804S-C10-R 2CCS864002R0104 0.98 1

13 210069 S804S-C13-R 2CCS864002R0134 0.98 1

16 210076 S804S-C16-R 2CCS864002R0164 0.98 1

20 210083 S804S-C20-R 2CCS864002R0204 0.98 1

25 210090 S804S-C25-R 2CCS864002R0254 0.98 1

32 210106 S804S-C32-R 2CCS864002R0324 0.98 1

40 207243 S804S-C40-R 2CCS864002R0404 0.98 1

50 207250 S804S-C50-R 2CCS864002R0504 0.98 1

63 207267 S804S-C63-R 2CCS864002R0634 0.98 1

S803S

S804S

—
MCBs
S800S series with ring terminal connection C characteristic
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S800S-D characteristic
Function: protection and control of the circuits against overloads and short-circuits when a 
high breaking capacity is required; protection for circuits which supply loads with high 
inrush current at the circuit closing (motors, LV / LV transformers, breakdown lamps); very 
useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60898, IEC/EN 60947-2, UL 1077, supplementary protector
Icn=25kA (10 ... 80A)
Icu=50 kA

—
MCBs
S800S series with cage terminal D characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unit

Type Code Order code

1 0.5 499235 S801S-D0,5 2CCF019857R0001 0.24 1

1 499242 S801S-D1 2CCF019858R0001 0.24 1

1.6 499259 S801S-D1,6 2CCF019859R0001 0.24 1

2 499266 S801S-D2 2CCF019860R0001 0.24 1

2.5 499273 S801S-D2,5 2CCF019861R0001 0.24 1

3 499280 S801S-D3 2CCF019862R0001 0.24 1

4 499297 S801S-D4 2CCF019863R0001 0.24 1

5 499303 S801S-D5 2CCF019864R0001 0.24 1

    6 408183 S801S-D6 2CCS861001R0061 0.24 1

    8 411404 S801S-D8 2CCS861001R0081 0.24 1

  10 200961 S801S-D10 2CCS861001R0101 0.24 1

  13 200978 S801S-D13 2CCS861001R0131 0.24 1

  16 200985 S801S-D16 2CCS861001R0161 0.24 1

  20 200992 S801S-D20 2CCS861001R0201 0.24 1

  25 201005 S801S-D25 2CCS861001R0251 0.24 1

  32 201012 S801S-D32 2CCS861001R0321 0.24 1

  40 201029 S801S-D40 2CCS861001R0401 0.24 1

  50 201036 S801S-D50 2CCS861001R0501 0.24 1

  63 201043 S801S-D63 2CCS861001R0631 0.24 1

2 0.5 499471 S802S-D0,5 2CCF019881R0001 0.49 1

1 499488 S802S-D1 2CCF019882R0001 0.49 1

1.6 499495 S802S-D1,6 2CCF019883R0001 0.49 1

2 499501 S802S-D2 2CCF019884R0001 0.49 1

2.5 499518 S802S-D2,5 2CCF019885R0001 0.49 1

3 499525 S802S-D3 2CCF019886R0001 0.49 1

4 499532 S802S-D4 2CCF019887R0001 0.49 1

5 499549 S802S-D5 2CCF019888R0001 0.49 1

    6 408190 S802S-D6 2CCS862001R0061 0.49 1

    8 411411 S802S-D8 2CCS862001R0081 0.49 1

  10 201081 S802S-D10 2CCS862001R0101 0.49 1

  13 201098 S802S-D13 2CCS862001R0131 0.49 1

  16 201104 S802S-D16 2CCS862001R0161 0.49 1

  20 201111 S802S-D20 2CCS862001R0201 0.49 1

  25 201128 S802S-D25 2CCS862001R0251 0.49 1

  32 201135 S802S-D32 2CCS862001R0321 0.49 1

  40 201142 S802S-D40 2CCS862001R0401 0.49 1

  50 201159 S802S-D50 2CCS862001R0501 0.49 1

  63 201166 S802S-D63 2CCS862001R0631 0.49 1

S801S

S802S
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S800S series with cage terminal D characteristic

Number
of poles

Rated current 
 [A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3 0.5 499716 S803S-D0,5 2CCF019905R0001 0.74 1

1 499723 S803S-D1 2CCF019906R0001 0.74 1

1.6 499730 S803S-D1,6 2CCF019907R0001 0.74 1

2 499747 S803S-D2 2CCF019908R0001 0.74 1

2.5 499754 S803S-D2,5 2CCF019909R0001 0.74 1

3 499761 S803S-D3 2CCF019910R0001 0.74 1

4 499778 S803S-D4 2CCF019911R0001 0.74 1

5 499785 S803S-D5 2CCF019912R0001 0.74 1

    6 408206 S803S-D6 2CCS863001R0061 0.74 1

    8 411428 S803S-D8 2CCS863001R0081 0.74 1

  10 201203 S803S-D10 2CCS863001R0101 0.74 1

  13 201210 S803S-D13 2CCS863001R0131 0.74 1

  16 201227 S803S-D16 2CCS863001R0161 0.74 1

  20 201234 S803S-D20 2CCS863001R0201 0.74 1

  25 201241 S803S-D25 2CCS863001R0251 0.74 1

  32 201258 S803S-D32 2CCS863001R0321 0.74 1

  40 201265 S803S-D40 2CCS863001R0401 0.74 1

  50 201272 S803S-D50 2CCS863001R0501 0.74 1

  63 201289 S803S-D63 2CCS863001R0631 0.74 1

4 0.5 499952 S804S-D0,5 2CCF019929R0001 0.98 1

1 499969 S804S-D1 2CCF019930R0001 0.98 1

1.6 499976 S804S-D1,6 2CCF019931R0001 0.98 1

2 499983 S804S-D2 2CCF019932R0001 0.98 1

2.5 499990 S804S-D2,5 2CCF019933R0001 0.98 1

3 500009 S804S-D3 2CCF019934R0001 0.98 1

4 500016 S804S-D4 2CCF019935R0001 0.98 1

5 500023 S804S-D5 2CCF019936R0001 0.98 1

    6 408213 S804S-D6 2CCS864001R0061 0.98 1

    8 411435 S804S-D8 2CCS864001R0081 0.98 1

  10 201326 S804S-D10 2CCS864001R0101 0.98 1

  13 201333 S804S-D13 2CCS864001R0131 0.98 1

  16 201340 S804S-D16 2CCS864001R0161 0.98 1

  20 201357 S804S-D20 2CCS864001R0201 0.98 1

  25 201364 S804S-D25 2CCS864001R0251 0.98 1

  32 201371 S804S-D32 2CCS864001R0321 0.98 1

  40 201388 S804S-D40 2CCS864001R0401 0.98 1

  50 201395 S804S-D50 2CCS864001R0501 0.98 1

  63 201401 S804S-D63 2CCS864001R0631 0.98 1

S803S

S804S
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S800S-D characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for circuits which supply loads with high 
inrush current at the circuit closing (motors, LV / LV transformers, breakdown lamps); very 
useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2, IEC/EN 60898
Icn=25kA (10 ... 80A)
Icu=50 kA

Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

1 6 408343 S801S-D6-R 2CCS861002R0061 0.245 1

8 411565 S801S-D8-R 2CCS861002R0081 0.245 1

10 210113 S801S-D10-R 2CCS861002R0101 0.245 1

13 210120 S801S-D13-R 2CCS861002R0131 0.245 1

16 210137 S801S-D16-R 2CCS861002R0161 0.245 1

20 210144 S801S-D20-R 2CCS861002R0201 0.245 1

25 210151 S801S-D25-R 2CCS861002R0251 0.245 1

32 210168 S801S-D32-R 2CCS861002R0321 0.245 1

40 207304 S801S-D40-R 2CCS861002R0401 0.245 1

50 207311 S801S-D50-R 2CCS861002R0501 0.245 1

63 207328 S801S-D63-R 2CCS861002R0631 0.245 1

2 6 408350 S802S-D6-R 2CCS862002R0061 0.49 1

8 411572 S802S-D8-R 2CCS862002R0081 0.49 1

10 210175 S802S-D10-R 2CCS862002R0101 0.49 1

13 210182 S802S-D13-R 2CCS862002R0131 0.49 1

16 210199 S802S-D16-R 2CCS862002R0161 0.49 1

20 210205 S802S-D20-R 2CCS862002R0201 0.49 1

25 210212 S802S-D25-R 2CCS862002R0251 0.49 1

32 210229 S802S-D32-R 2CCS862002R0321 0.49 1

40 207366 S802S-D40-R 2CCS862002R0401 0.49 1

50 207373 S802S-D50-R 2CCS862002R0501 0.49 1

63 207380 S802S-D63-R 2CCS862002R0631 0.49 1

S801S

S802S

—
MCBs
S800S series with ring terminal connection D characteristic
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Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

3 6 408367 S803S-D6-R 2CCS863002R0061 0.735 1

8 411589 S803S-D8-R 2CCS863002R0081 0.735 1

10 210236 S803S-D10-R 2CCS863002R0101 0.735 1

13 210243 S803S-D13-R 2CCS863002R0131 0.735 1

16 210250 S803S-D16-R 2CCS863002R0161 0.735 1

20 210267 S803S-D20-R 2CCS863002R0201 0.735 1

25 210274 S803S-D25-R 2CCS863002R0251 0.735 1

32 210281 S803S-D32-R 2CCS863002R0321 0.735 1

40 207427 S803S-D40-R 2CCS863002R0401 0.735 1

50 207434 S803S-D50-R 2CCS863002R0501 0.735 1

63 207441 S803S-D63-R 2CCS863002R0631 0.735 1

4 6 408374 S804S-D6-R 2CCS864002R0061 0.98 1

8 411596 S804S-D8-R 2CCS864002R0081 0.98 1

10 210298 S804S-D10-R 2CCS864002R0101 0.98 1

13 210304 S804S-D13-R 2CCS864002R0131 0.98 1

16 210311 S804S-D16-R 2CCS864002R0161 0.98 1

20 210328 S804S-D20-R 2CCS864002R0201 0.98 1

25 210335 S804S-D25-R 2CCS864002R0251 0.98 1

32 210342 S804S-D32-R 2CCS864002R0321 0.98 1

40 207489 S804S-D40-R 2CCS864002R0401 0.98 1

50 207496 S804S-D50-R 2CCS864002R0501 0.98 1

63 207502 S804S-D63-R 2CCS864002R0631 0.98 1

S803S

S804S

—
MCBs
S800S series with ring terminal connection D characteristic

http://new.abb.com/products/2CCS864002R0251
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S800S-K characteristic
Function: protection and control of the circuits like motors, transformer and auxiliary 
circuits, against overloads and short-circuits when a high breaking capacity is required; very 
useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Advantages: no nuisance tripping in the case of functional peak currents up to 10xIn, 
depending on the series; through its highly sensitive thermostatic bimetal trip, the K-type 
characteristic offers protection to damageable elements in the overcurrent range; it also 
provides the best protection to cables and lines.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2, UL 1077, supplementary protector
Icu=50 kA

—
MCBs
S800S series with cage terminal K characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

1 0.5 500030 S801S-K0,5 2CCF019937R0001 0.24 1

1 500047 S801S-K1 2CCF019938R0001 0.24 1

1.6 500054 S801S-K1,6 2CCF019939R0001 0.24 1

2 500061 S801S-K2 2CCF019940R0001 0.24 1

2.5 500078 S801S-K2,5 2CCF019941R0001 0.24 1

3 500085 S801S-K3 2CCF019942R0001 0.24 1

4 500092 S801S-K4 2CCF019943R0001 0.24 1

5 500108 S801S-K5 2CCF019944R0001 0.24 1

    6 408220 S801S-K6 2CCS861001R0067 0.24 1

    8 411442 S801S-K8 2CCS861001R0407 0.24 1

  10 201449 S801S-K10 2CCS861001R0427 0.24 1

  13 201456 S801S-K13 2CCS861001R0447 0.24 1

  16 201463 S801S-K16 2CCS861001R0467 0.24 1

  20 201470 S801S-K20 2CCS861001R0487 0.24 1

  25 201487 S801S-K25 2CCS861001R0517 0.24 1

  32 201494 S801S-K32 2CCS861001R0537 0.24 1

  40 201500 S801S-K40 2CCS861001R0557 0.24 1

  50 201517 S801S-K50 2CCS861001R0577 0.24 1

  63 201524 S801S-K63 2CCS861001R0597 0.24 1

2 0.5 500115 S802S-K0,5 2CCF019945R0001 0.49 1

1 500122 S802S-K1 2CCF019946R0001 0.49 1

1.6 500139 S802S-K1,6 2CCF019947R0001 0.49 1

2 500146 S802S-K2 2CCF019948R0001 0.49 1

2.5 500153 S802S-K2,5 2CCF019949R0001 0.49 1

3 500160 S802S-K3 2CCF019950R0001 0.49 1

4 500177 S802S-K4 2CCF019951R0001 0.49 1

5 500184 S802S-K5 2CCF019952R0001 0.49 1

    6 408237 S802S-K6 2CCS862001R0067 0.49 1

    8 411459 S802S-K8 2CCS862001R0407 0.49 1

  10 201562 S802S-K10 2CCS862001R0427 0.49 1

  13 201579 S802S-K13 2CCS862001R0447 0.49 1

  16 201586 S802S-K16 2CCS862001R0467 0.49 1

  20 201593 S802S-K20 2CCS862001R0487 0.49 1

  25 201609 S802S-K25 2CCS862001R0517 0.49 1

  32 201616 S802S-K32 2CCS862001R0537 0.49 1

  40 201623 S802S-K40 2CCS862001R0557 0.49 1

  50 201630 S802S-K50 2CCS862001R0577 0.49 1

  63 201647 S802S-K63 2CCS862001R0597 0.49 1

S801S

S802S
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MCBs
S800S series with cage terminal K characteristic

Number
of poles

Rated current 
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3 0.5 500191 S803S-K0,5 2CCF019953R0001 0.74 1

1 500207 S803S-K1 2CCF019954R0001 0.74 1

1.6 500214 S803S-K1,6 2CCF019955R0001 0.74 1

2 500221 S803S-K2 2CCF019956R0001 0.74 1

2.5 500238 S803S-K2,5 2CCF019957R0001 0.74 1

3 500245 S803S-K3 2CCF019958R0001 0.74 1

4 500252 S803S-K4 2CCF019959R0001 0.74 1

5 500269 S803S-K5 2CCF019960R0001 0.74 1

    6 408244 S803S-K6 2CCS863001R0067 0.74 1

    8 411466 S803S-K8 2CCS863001R0407 0.74 1

  10 201685 S803S-K10 2CCS863001R0427 0.74 1

  13 201692 S803S-K13 2CCS863001R0447 0.74 1

  16 201708 S803S-K16 2CCS863001R0467 0.74 1

  20 201715 S803S-K20 2CCS863001R0487 0.74 1

  25 201722 S803S-K25 2CCS863001R0517 0.74 1

  32 201739 S803S-K32 2CCS863001R0537 0.74 1

  40 201746 S803S-K40 2CCS863001R0557 0.74 1

  50 201753 S803S-K50 2CCS863001R0577 0.74 1

  63 201760 aS803S-K63 2CCS863001R0597 0.74 1

4 0.5 500276 S804S-K0,5 2CCF019961R0001 0.98 1

1 500283 S804S-K1 2CCF019962R0001 0.98 1

1.6 500290 S804S-K1,6 2CCF019963R0001 0.98 1

2 500306 S804S-K2 2CCF019964R0001 0.98 1

2.5 500313 S804S-K2,5 2CCF019965R0001 0.98 1

3 500320 S804S-K3 2CCF019966R0001 0.98 1

4 500337 S804S-K4 2CCF019967R0001 0.98 1

5 500344 S804S-K5 2CCF019968R0001 0.98 1

    6 408251 S804S-K6 2CCS864001R0067 0.98 1

    8 411473 S804S-K8 2CCS864001R0407 0.98 1

  10 201807 S804S-K10 2CCS864001R0427 0.98 1

  13 201814 S804S-K13 2CCS864001R0447 0.98 1

  16 201821 S804S-K16 2CCS864001R0467 0.98 1

  20 201838 S804S-K20 2CCS864001R0487 0.98 1

  25 201845 S804S-K25 2CCS864001R0517 0.98 1

  32 201852 S804S-K32 2CCS864001R0537 0.98 1

  40 201869 S804S-K40 2CCS864001R0557 0.98 1

  50 201876 S804S-K50 2CCS864001R0577 0.98 1

  63 201883 S804S-K63 2CCS864001R0597 0.98 1

S803S

S804S
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S800S-K characteristic
Function: protection and control of the circuits like motors, transformer and auxiliary 
circuits, against overloads and short-circuits when a high breaking capacity is required; very 
useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Advantages: no nuisance tripping in the case of functional peak currents up to 10xIn, 
depending on the series; through its highly sensitive thermostatic bimetal trip, the K-type 
characteristic offers protection to damageable elements in the overcurrent range; it also 
provides the best protection to cables and lines.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50 kA

Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

1 6 408381 S801S-K6-R 2CCS861002R0067 0.245 1

8 411602 S801S-K8-R 2CCS861002R0407 0.245 1

10 209391 S801S-K10-R 2CCS861002R0427 0.245 1

13 209407 S801S-K13-R 2CCS861002R0447 0.245 1

16 209414 S801S-K16-R 2CCS861002R0467 0.245 1

20 209421 S801S-K20-R 2CCS861002R0487 0.245 1

25 209438 S801S-K25-R 2CCS861002R0517 0.245 1

32 209445 S801S-K32-R 2CCS861002R0537 0.245 1

40 207540 S801S-K40-R 2CCS861002R0557 0.245 1

50 207557 S801S-K50-R 2CCS861002R0577 0.245 1

63 207564 S801S-K63-R 2CCS861002R0597 0.245 1

2 6 408398 S802S-K6-R 2CCS862002R0067 0.49 1

8 411619 S802S-K8-R 2CCS862002R0407 0.49 1

10 209452 S802S-K10-R 2CCS862002R0427 0.49 1

13 209469 S802S-K13-R 2CCS862002R0447 0.49 1

16 209476 S802S-K16-R 2CCS862002R0467 0.49 1

20 209483 S802S-K20-R 2CCS862002R0487 0.49 1

25 209490 S802S-K25-R 2CCS862002R0517 0.49 1

32 209506 S802S-K32-R 2CCS862002R0537 0.49 1

40 207601 S802S-K40-R 2CCS862002R0557 0.49 1

50 207618 S802S-K50-R 2CCS862002R0577 0.49 1

63 207625 S802S-K63-R 2CCS862002R0597 0.49 1

S801S

S802S

—
MCBs
S800S series with ring terminal connection K characteristic
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Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

3 6 408404 S803S-K6-R 2CCS863002R0067 0.735 1

8 411626 S803S-K8-R 2CCS863002R0407 0.735 1

10 209513 S803S-K10-R 2CCS863002R0427 0.735 1

13 209520 S803S-K13-R 2CCS863002R0447 0.735 1

16 209537 S803S-K16-R 2CCS863002R0467 0.735 1

20 209544 S803S-K20-R 2CCS863002R0487 0.735 1

25 209551 S803S-K25-R 2CCS863002R0517 0.735 1

32 209568 S803S-K32-R 2CCS863002R0537 0.735 1

40 207663 S803S-K40-R 2CCS863002R0557 0.735 1

50 207670 S803S-K50-R 2CCS863002R0577 0.735 1

63 207687 S803S-K63-R 2CCS863002R0597 0.735 1

4 6 408411 S804S-K6-R 2CCS864002R0067 0.98 1

8 411633 S804S-K8-R 2CCS864002R0407 0.98 1

10 209575 S804S-K10-R 2CCS864002R0427 0.98 1

13 209582 S804S-K13-R 2CCS864002R0447 0.98 1

16 209599 S804S-K16-R 2CCS864002R0467 0.98 1

20 209605 S804S-K20-R 2CCS864002R0487 0.98 1

25 209612 S804S-K25-R 2CCS864002R0517 0.98 1

32 209629 S804S-K32-R 2CCS864002R0537 0.98 1

40 207724 S804S-K40-R 2CCS864002R0557 0.98 1

50 207731 S804S-K50-R 2CCS864002R0577 0.98 1

63 207748 S804S-K63-R 2CCS864002R0597 0.98 1

S803S

S804S

—
MCBs
S800S series with ring terminal connection K characteristic
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S800S-UCB characteristic
Function: protection and control of the circuits against overloads and short-circuits when a 
high breaking capacity is required; protection for people and big length cables in TN and IT 
systems; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired 
downstream; version dedicated to application in direct current circuits.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50 kA

—
MCBs
S800S series DC range with cage terminal UC-B characteristic

S801S

S802S

Number
of poles

Rated current 
 [A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Coade Order code

1 0.5 500351 S801S-UCB0,5 2CCF019969R0001 0.25 1

1 500368 S801S-UCB1 2CCF019970R0001 0.25 1

1.6 500375 S801S-UCB1,6 2CCF019971R0001 0.25 1

2 500382 S801S-UCB2 2CCF019972R0001 0.25 1

2.5 500399 S801S-UCB2,5 2CCF019973R0001 0.25 1

3 500405 S801S-UCB3 2CCF019974R0001 0.25 1

4 500412 S801S-UCB4 2CCF019975R0001 0.25 1

5 500429 S801S-UCB5 2CCF019976R0001 0.25 1

6 500436 S801S-UCB6 2CCF019977R0001 0.25 1

8 500443 S801S-UCB8 2CCF019978R0001 0.25 1

  10 202842 S801S-UCB10  2CCS861001R1105 0.24 1

  13 202859 S801S-UCB13 2CCS861001R1135 0.24 1

  16 202866 S801S-UCB16 2CCS861001R1165 0.24 1

  20 202873 S801S-UCB20 2CCS861001R1205 0.24 1

  25 202880 S801S-UCB25 2CCS861001R1255 0.24 1

  32 202897 S801S-UCB32 2CCS861001R1325 0.24 1

  40 202903 S801S-UCB40 2CCS861001R1405 0.24 1

  50 202910 S801S-UCB50 2CCS861001R1505 0.24 1

  63 202927 S801S-UCB63 2CCS861001R1635 0.24 1

  80 202934 S801S-UCB80 2CCS861001R1805 0.24 1

100 202941 S801S-UCB100 2CCS861001R1825 0.24 1

125 202958 S801S-UCB125 2CCS861001R1845 0.24 1

2 0.5 500559 S802S-UCB0,5 2CCF019989R0001 0.49 1

1 500566 S802S-UCB1 2CCF019990R0001 0.49 1

1.6 500573 S802S-UCB1,6 2CCF019991R0001 0.49 1

2 500580 S802S-UCB2 2CCF019992R0001 0.49 1

2.5 500597 S802S-UCB2,5 2CCF019993R0001 0.49 1

3 500603 S802S-UCB3 2CCF019994R0001 0.49 1

4 500610 S802S-UCB4 2CCF019995R0001 0.49 1

5 500627 S802S-UCB5 2CCF019996R0001 0.49 1

6 500634 S802S-UCB6 2CCF019997R0001 0.49 1

8 500641 S802S-UCB8 2CCF019998R0001 0.49 1

  10 202965 S802S-UCB10  2CCS862001R1105 0.49 1

  13 202972 S802S-UCB13 2CCS862001R1135 0.49 1

  16 202989 S802S-UCB16 2CCS862001R1165 0.49 1

  20 202996 S802S-UCB20 2CCS862001R1205 0.49 1

  25 203009 S802S-UCB25 2CCS862001R1255 0.49 1

  32 203016 S802S-UCB32 2CCS862001R1325 0.49 1

  40 203023 S802S-UCB40 2CCS862001R1405 0.49 1

  50 203030 S802S-UCB50 2CCS862001R1505 0.49 1

  63 203047 S802S-UCB63 2CCS862001R1635 0.49 1

  80 203054 S802S-UCB80 2CCS862001R1805 0.49 1

100 203061 S802S-UCB100 2CCS862001R1825 0.49 1

125 523343 S802S-UCB125 2CCG001894R0001 0.515 1

*For DC applications
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MCBs
S800S series DC range with cage terminal UC-B characteristic

S803S

S804S

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3 0.5 502713 S803S-UCB0,5 2CCF030040R0001 0.74 1

1 502720 S803S-UCB1 2CCF030041R0001 0.74 1

1.6 502874 S803S-UCB1,6 2CCF030056R0001 0.74 1

2 502737 S803S-UCB2 2CCF030042R0001 0.74 1

2.5 502744 S803S-UCB2,5 2CCF030043R0001 0.74 1

3 502881 S803S-UCB3 2CCF030057R0001 0.74 1

4 502751 S803S-UCB4 2CCF030044R0001 0.74 1

5 502768 S803S-UCB5 2CCF030045R0001 0.74 1

6 502898 S803S-UCB6 2CCF030058R0001 0.74 1

8 500849 S803S-UCB8 2CCF020018R0001 0.74 1

  10 203085 S803S-UCB10  2CCS863001R1105 0.74 1

  13 203092 S803S-UCB13 2CCS863001R1135 0.74 1

  16 203108 S803S-UCB16 2CCS863001R1165 0.74 1

  20 203115 S803S-UCB20 2CCS863001R1205 0.74 1

  25 203122 S803S-UCB25 2CCS863001R1255 0.74 1

  32 203139 S803S-UCB32 2CCS863001R1325 0.74 1

  40 203146 S803S-UCB40 2CCS863001R1405 0.74 1

  50 203153 S803S-UCB50 2CCS863001R1505 0.74 1

  63 203160 S803S-UCB63 2CCS863001R1635 0.74 1

  80 203177 S803S-UCB80 2CCS863001R1805 0.74 1

100 203184 S803S-UCB100 2CCS863001R1825 0.74 1

125 523381 S803S-UCB125 2CCG001898R0001 0.765 1

4 0.5 500955 S804S-UCB0,5 2CCF020029R0001 0.98 1

1 500962 S804S-UCB1 2CCF020030R0001 0.98 1

1.6 500979 S804S-UCB1,6 2CCF020031R0001 0.98 1

2 500986 S804S-UCB2 2CCF020032R0001 0.98 1

2.5 500993 S804S-UCB2,5 2CCF020033R0001 0.98 1

3 501006 S804S-UCB3 2CCF020034R0001 0.98 1

4 501013 S804S-UCB4 2CCF020035R0001 0.98 1

5 502775 S804S-UCB5 2CCF030046R0001 0.98 1

6 502782 S804S-UCB6 2CCF030047R0001 0.98 1

8 502904 S804S-UCB8 2CCF030059R0001 0.98 1

  10 203207 S804S-UCB10  2CCS864001R1105 0.98 1

  13 203214 S804S-UCB13 2CCS864001R1135 0.98 1

  16 203221 S804S-UCB16 2CCS864001R1165 0.98 1

  20 203238 S804S-UCB20 2CCS864001R1205 0.98 1

  25 203245 S804S-UCB25 2CCS864001R1255 0.98 1

  32 203252 S804S-UCB32 2CCS864001R1325 0.98 1

  40 203269 S804S-UCB40 2CCS864001R1405 0.98 1

  50 203276 S804S-UCB50 2CCS864001R1505 0.98 1

  63 203283 S804S-UCB63 2CCS864001R1635 0.98 1

  80 203290 S804S-UCB80 2CCS864001R1805 0.98 1

100 203306 S804S-UCB100 2CCS864001R1825 0.98 1

125 523428 S804S-UCB125 2CCG001902R0001 1.005 1

*For DC applications
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S800S-UCB characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for people and big length cables in TN and IT 
systems; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired 
downstream; version dedicated to application in direct current circuits.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50 kA

Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

1 10 210359 S801S-UCB10-R 2CCS861002R1105 0.245 1

13 210366 S801S-UCB13-R 2CCS861002R1135 0.245 1

16 210373 S801S-UCB16-R 2CCS861002R1165 0.245 1

20 210380 S801S-UCB20-R 2CCS861002R1205 0.245 1

25 210397 S801S-UCB25-R 2CCS861002R1255 0.245 1

32 210403 S801S-UCB32-R 2CCS861002R1325 0.245 1

40 208424 S801S-UCB40-R 2CCS861002R1405 0.245 1

50 208431 S801S-UCB50-R 2CCS861002R1505 0.245 1

63 208448 S801S-UCB63-R 2CCS861002R1635 0.245 1

80 208455 S801S-UCB80-R 2CCS861002R1805 0.245 1

100 208462 S801S-UCB100-R 2CCS861002R1825 0.245 1

125 208479 S801S-UCB125-R 2CCS861002R1845 0.245 1

2 10 210410 S802S-UCB10-R 2CCS862002R1105 0.49 1

13 210427 S802S-UCB13-R 2CCS862002R1135 0.49 1

16 210434 S802S-UCB16-R 2CCS862002R1165 0.49 1

20 210441 S802S-UCB20-R 2CCS862002R1205 0.49 1

25 210458 S802S-UCB25-R 2CCS862002R1255 0.49 1

32 210465 S802S-UCB32-R 2CCS862002R1325 0.49 1

40 208486 S802S-UCB40-R 2CCS862002R1405 0.49 1

50 208493 S802S-UCB50-R 2CCS862002R1505 0.49 1

63 208509 S802S-UCB63-R 2CCS862002R1635 0.49 1

80 208516 S802S-UCB80-R 2CCS862002R1805 0.49 1

100 208523 S802S-UCB100-R 2CCS862002R1825 0.49 1

125 523367 S802S-UCB125-R 2CCG001896R0001 0.515 1

S801S

S802S

—
MCBs
S800S series DC range with ring terminal connection UC-B characteristic
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Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

3 10 210472 S803S-UCB10-R 2CCS863002R1105 0.735 1

13 210489 S803S-UCB13-R 2CCS863002R1135 0.735 1

16 210496 S803S-UCB16-R 2CCS863002R1165 0.735 1

20 210502 S803S-UCB20-R 2CCS863002R1205 0.735 1

25 210519 S803S-UCB25-R 2CCS863002R1255 0.735 1

32 210526 S803S-UCB32-R 2CCS863002R1325 0.735 1

40 208547 S803S-UCB40-R 2CCS863002R1405 0.735 1

50 208554 S803S-UCB50-R 2CCS863002R1505 0.735 1

63 208561 S803S-UCB63-R 2CCS863002R1635 0.735 1

80 208578 S803S-UCB80-R 2CCS863002R1805 0.735 1

100 208585 S803S-UCB100-R 2CCS863002R1825 0.735 1

125 208592 S803S-UCB125-R 2CCS863002R1845 0.735 1

4 10 210533 S804S-UCB10-R 2CCS864002R1105 0.98 1

13 210540 S804S-UCB13-R 2CCS864002R1135 0.98 1

16 210557 S804S-UCB16-R 2CCS864002R1165 0.98 1

20 210564 S804S-UCB20-R 2CCS864002R1205 0.98 1

25 210571 S804S-UCB25-R 2CCS864002R1255 0.98 1

32 210588 S804S-UCB32-R 2CCS864002R1325 0.98 1

40 208608 S804S-UCB40-R 2CCS864002R1405 0.98 1

50 208615 S804S-UCB50-R 2CCS864002R1505 0.98 1

63 208622 S804S-UCB63-R 2CCS864002R1635 0.98 1

80 208639 S804S-UCB80-R 2CCS864002R1805 0.98 1

100 208646 S804S-UCB100-R 2CCS864002R1825 0.98 1

125 208653 S804S-UCB125-R 2CCS864002R1845 0.98 1

S803S

S804S

—
MCBs 
S800S series DC range with ring terminal connection UC-B characteristic

http://new.abb.com/products/2CCS863002R1105
http://new.abb.com/products/2CCS863002R1135
http://new.abb.com/products/2CCS863002R1165
http://new.abb.com/products/2CCS863002R1205
http://new.abb.com/products/2CCS863002R1255
http://new.abb.com/products/2CCS863002R1325
http://new.abb.com/products/2CCS863002R1405
http://new.abb.com/products/2CCS863002R1505
http://new.abb.com/products/2CCS863002R1635
http://new.abb.com/products/2CCS863002R1805
http://new.abb.com/products/2CCS863002R1825
http://new.abb.com/products/2CCS863002R1845
http://new.abb.com/products/2CCS864002R1105
http://new.abb.com/products/2CCS864002R1135
http://new.abb.com/products/2CCS864002R1165
http://new.abb.com/products/2CCS864002R1205
http://new.abb.com/products/2CCS864002R1255
http://new.abb.com/products/2CCS864002R1325
http://new.abb.com/products/2CCS864002R1405
http://new.abb.com/products/2CCS864002R1505
http://new.abb.com/products/2CCS864002R1635
http://new.abb.com/products/2CCS864002R1805
http://new.abb.com/products/2CCS864002R1825
http://new.abb.com/products/2CCS864002R1845
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S800S-UCK characteristic
Function: protection and control of the circuits like motors, transformer and auxiliary 
circuits, against overloads and short-circuits when a high breaking capacity is required; very 
useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream; 
version dedicated to application in direct current circuits.
Advantages: no nuisance tripping in the case of functional peak currents up to 10xIn, 
depending on the series; through its highly sensitive thermostatic bimetal trip, the K-type 
characteristic offers protection to damageable elements in the overcurrent range; it also 
provides the best protection to cables and lines.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50 kA

—
MCBs
S800S series DC range with cage terminal UC-K characteristic

S801S

S802S

Number
of poles

Rated current 
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

1 0.5 500450 S801S-UCK0,5 2CCF019979R0001 0.25 1
1 500467 S801S-UCK1 2CCF019980R0001 0.25 1

1.6 500474 S801S-UCK1,6 2CCF019981R0001 0.25 1
2 500481 S801S-UCK2 2CCF019982R0001 0.25 1

2.5 500498 S801S-UCK2,5 2CCF019983R0001 0.25 1
3 500504 S801S-UCK3 2CCF019984R0001 0.25 1
4 500511 S801S-UCK4 2CCF019985R0001 0.25 1
5 500528 S801S-UCK5 2CCF019986R0001 0.25 1
6 500535 S801S-UCK6 2CCF019987R0001 0.25 1
8 500542 S801S-UCK8 2CCF019988R0001 0.25 1

  10 203320 S801S-UCK10 2CCS861001R1427 0.24 1
  13 203337 S801S-UCK13 2CCS861001R1447 0.24 1
  16 203344 S801S-UCK16 2CCS861001R1467 0.24 1
  20 203351 S801S-UCK20 2CCS861001R1487 0.24 1
  25 203368 S801S-UCK25 2CCS861001R1517 0.24 1
  32 203375 S801S-UCK32 2CCS861001R1537 0.24 1
  40 203382 S801S-UCK40 2CCS861001R1557 0.24 1
  50 203399 S801S-UCK50 2CCS861001R1577 0.24 1
  63 203405 S801S-UCK63 2CCS861001R1597 0.24 1
  80 203412 S801S-UCK80 2CCS861001R1627 0.24 1
100 203429 S801S-UCK100 2CCS861001R1637 0.24 1
125 203436 S801S-UCK125 2CCS861001R1647 0.24 1

2 0.5 500658 S802S-UCK0,5 2CCF019999R0001 0.49 1
1 502652 S802S-UCK1 2CCF030034R0001 0.49 1

1.6 502669 S802S-UCK1,6 2CCF030035R0001 0.49 1
2 502843 S802S-UCK2 2CCF030053R0001 0.49 1

2.5 502676 S802S-UCK2,5 2CCF030036R0001 0.49 1
3 502683 S802S-UCK3 2CCF030037R0001 0.49 1
4 502850 S802S-UCK4 2CCF030054R0001 0.49 1
5 502690 S802S-UCK5 2CCF030038R0001 0.49 1
6 502706 S802S-UCK6 2CCF030039R0001 0.49 1
8 502867 S802S-UCK8 2CCF030055R0001 0.49 1

  10 203443 S802S-UCK10 2CCS862001R1427 0.49 1
  13 203450 S802S-UCK13 2CCS862001R1447 0.49 1
  16 203467 S802S-UCK16 2CCS862001R1467 0.49 1
  20 203474 S802S-UCK20 2CCS862001R1487 0.49 1
  25 203481 S802S-UCK25 2CCS862001R1517 0.49 1
  32 203498 S802S-UCK32 2CCS862001R1537 0.49 1
  40 203504 S802S-UCK40 2CCS862001R1557 0.49 1
  50 203511 S802S-UCK50 2CCS862001R1577 0.49 1
  63 203528 S802S-UCK63 2CCS862001R1597 0.49 1
  80 203535 S802S-UCK80 2CCS862001R1627 0.49 1
100 203542 S802S-UCK100 2CCS862001R1637 0.49 1
125 523336 S802S-UCK125 2CCG001893R0001 0.515 1 

*For DC applications
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MCBs
S800S series DC range with cage terminal UC-K characteristic

S803S

S804S

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3 0.5 500856 S803S-UCK0,5 2CCF020019R0001 0.74 1

1 500863 S803S-UCK1 2CCF020020R0001 0.74 1

1.6 500870 S803S-UCK1,6 2CCF020021R0001 0.74 1

2 500887 S803S-UCK2 2CCF020022R0001 0.74 1

2.5 500894 S803S-UCK2,5 2CCF020023R0001 0.74 1

3 500900 S803S-UCK3 2CCF020024R0001 0.74 1

4 500917 S803S-UCK4 2CCF020025R0001 0.74 1

5 500924 S803S-UCK5 2CCF020026R0001 0.74 1

6 500931 S803S-UCK6 2CCF020027R0001 0.74 1

8 500948 S803S-UCK8 2CCF020028R0001 0.74 1

  10 203566 S803S-UCK10 2CCS863001R1427 0.74 1

  13 203573 S803S-UCK13 2CCS863001R1447 0.74 1

  16 203580 S803S-UCK16 2CCS863001R1467 0.74 1

  20 203597 S803S-UCK20 2CCS863001R1487 0.74 1

  25 203603 S803S-UCK25 2CCS863001R1517 0.74 1

  32 203610 S803S-UCK32 2CCS863001R1537 0.74 1

  40 203627 S803S-UCK40 2CCS863001R1557 0.74 1

  50 203634 S803S-UCK50 2CCS863001R1577 0.74 1

  63 203641 S803S-UCK63 2CCS863001R1597 0.74 1

  80 203658 S803S-UCK80 2CCS863001R1627 0.74 1

100 203665 S803S-UCK100 2CCS863001R1637 0.74 1

125 523374 S803S-UCK125 2CCG001897R0001 0.765 1

4 0.5 502799 S804S-UCK0,5 2CCF030048R0001 0.98 1

1 502805 S804S-UCK1 2CCF030049R0001 0.98 1

1.6 502911 S804S-UCK1,6 2CCF030060R0001 0.98 1

2 502812 S804S-UCK2 2CCF030050R0001 0.98 1

2.5 502829 S804S-UCK2,5 2CCF030051R0001 0.98 1

3 502928 S804S-UCK3 2CCF030061R0001 0.98 1

4 502836 S804S-UCK4 2CCF030052R0001 0.98 1

5 502416 S804S-UCK5 2CCF030020R0001 0.98 1

6 502607 S804S-UCK6 2CCF030029R0001 0.98 1

8 501143 S804S-UCK8 2CCF020048R0001 0.98 1

  10 203689 S804S-UCK10 2CCS864001R1427 0.98 1

  13 203696 S804S-UCK13 2CCS864001R1447 0.98 1

  16 203702 S804S-UCK16 2CCS864001R1467 0.98 1

  20 203719 S804S-UCK20 2CCS864001R1487 0.98 1

  25 203726 S804S-UCK25 2CCS864001R1517 0.98 1

  32 203733 S804S-UCK32 2CCS864001R1537 0.98 1

  40 203740 S804S-UCK40 2CCS864001R1557 0.98 1

  50 203757 S804S-UCK50 2CCS864001R1577 0.98 1

  63 203764 S804S-UCK63 2CCS864001R1597 0.98 1

  80 203771 S804S-UCK80 2CCS864001R1627 0.98 1

100 203788 S804S-UCK100 2CCS864001R1637 0.98 1

125 523411 S804S-UCK125 2CCG001901R0001 1.005 1

*For DC applications
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S802S

—
MCBs
S800S series DC range with ring terminal connection UC-K characteristic

S800S-UCK characteristic
Function: protection and control of the circuits like motors, transformer and auxiliary 
circuits, against overloads and short-circuits when a high breaking capacity is required; 
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired 
downstream; version dedicated to application in direct current circuits.
Advantages: no nuisance tripping in the case of functional peak currents up to 10xIn, 
depending on the series; through its highly sensitive thermostatic bimetal trip, the K-type 
characteristic offers protection to damageable elements in the overcurrent range; it also 
provides the best protection to cables and lines.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2
Icu=50 kA

Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

1 10 210595 S801S-UCK10-R 2CCS861002R1427 0.245 1

13 210601 S801S-UCK13-R 2CCS861002R1447 0.245 1

16 210618 S801S-UCK16-R 2CCS861002R1467 0.245 1

20 210625 S801S-UCK20-R 2CCS861002R1487 0.245 1

25 210632 S801S-UCK25-R 2CCS861002R1517 0.245 1

32 210649 S801S-UCK32-R 2CCS861002R1537 0.245 1

40 208660 S801S-UCK40-R 2CCS861002R1557 0.245 1

50 208677 S801S-UCK50-R 2CCS861002R1577 0.245 1

63 208684 S801S-UCK63-R 2CCS861002R1597 0.245 1

80 208691 S801S-UCK80-R 2CCS861002R1627 0.245 1

100 208707 S801S-UCK100-R 2CCS861002R1637 0.245 1

125 208714 S801S-UCK125-R 2CCS861002R1647 0.245 1

2 10 210656 S802S-UCK10-R 2CCS862002R1427 0.490 1

13 210663 S802S-UCK13-R 2CCS862002R1447 0.490 1

16 210670 S802S-UCK16-R 2CCS862002R1467 0.490 1

20 210687 S802S-UCK20-R 2CCS862002R1487 0.490 1

25 210694 S802S-UCK25-R 2CCS862002R1517 0.490 1

32 210700 S802S-UCK32-R 2CCS862002R1537 0.490 1

40 208721 S802S-UCK40-R 2CCS862002R1557 0.490 1

50 208738 S802S-UCK50-R 2CCS862002R1577 0.490 1

63 208745 S802S-UCK63-R 2CCS862002R1597 0.490 1

80 208752 S802S-UCK80-R 2CCS862002R1627 0.490 1

100 208769 S802S-UCK100-R 2CCS862002R1637 0.490 1

125 523350 S802S-UCK125-R 2CCG001895R0001 0.515 1
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Number
of poles

Rated
current
In A

Bbn
7612271
EAN

Order details Weight
1 piece
kg

Pack
unit
pc.Type code Order code

3 10 210717 S803S-UCK10-R 2CCS863002R1427 0.735 1

13 210724 S803S-UCK13-R 2CCS863002R1447 0.735 1

16 210731 S803S-UCK16-R 2CCS863002R1467 0.735 1

20 210748 S803S-UCK20-R 2CCS863002R1487 0.735 1

25 210755 S803S-UCK25-R 2CCS863002R1517 0.735 1

32 210762 S803S-UCK32-R 2CCS863002R1537 0.735 1

40 208783 S803S-UCK40-R 2CCS863002R1557 0.735 1

50 208790 S803S-UCK50-R 2CCS863002R1577 0.735 1

63 208806 S803S-UCK63-R 2CCS863002R1597 0.735 1

80 208813 S803S-UCK80-R 2CCS863002R1627 0.735 1

100 208820 S803S-UCK100-R 2CCS863002R1637 0.735 1

125 208837 S803S-UCK125-R 2CCS863002R1647 0.735 1

4 10 210779 S804S-UCK10-R 2CCS864002R1427 0.98 1

13 210786 S804S-UCK13-R 2CCS864002R1447 0.98 1

16 210793 S804S-UCK16-R 2CCS864002R1467 0.98 1

20 210809 S804S-UCK20-R 2CCS864002R1487 0.98 1

25 210816 S804S-UCK25-R 2CCS864002R1517 0.98 1

32 210823 S804S-UCK32-R 2CCS864002R1537 0.98 1

40 208844 S804S-UCK40-R 2CCS864002R1557 0.98 1

50 208851 S804S-UCK50-R 2CCS864002R1577 0.98 1

63 208868 S804S-UCK63-R 2CCS864002R1597 0.98 1

80 208875 S804S-UCK80-R 2CCS864002R1627 0.98 1

100 208882 S804S-UCK100-R 2CCS864002R1637 0.98 1

125 208899 S804S-UCK125-R 2CCS864002R1647 0.98 1

S803S

S804S

—
MCBs 
S800S series DC range with ring terminal connection UC-K characteristic

http://new.abb.com/products/2CCS863002R1427
http://new.abb.com/products/2CCS863002R1447
http://new.abb.com/products/2CCS863002R1467
http://new.abb.com/products/2CCS863002R1487
http://new.abb.com/products/2CCS863002R1517
http://new.abb.com/products/2CCS863002R1537
http://new.abb.com/products/2CCS863002R1557
http://new.abb.com/products/2CCS863002R1577
http://new.abb.com/products/2CCS863002R1597
http://new.abb.com/products/2CCS863002R1627
http://new.abb.com/products/2CCS863002R1637
http://new.abb.com/products/2CCS863002R1647
http://new.abb.com/products/2CCS864002R1427
http://new.abb.com/products/2CCS864002R1447
http://new.abb.com/products/2CCS864002R1467
http://new.abb.com/products/2CCS864002R1487
http://new.abb.com/products/2CCS864002R1517
http://new.abb.com/products/2CCS864002R1537
http://new.abb.com/products/2CCS864002R1557
http://new.abb.com/products/2CCS864002R1577
http://new.abb.com/products/2CCS864002R1597
http://new.abb.com/products/2CCS864002R1627
http://new.abb.com/products/2CCS864002R1637
http://new.abb.com/products/2CCS864002R1647
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MCBs 
S800N series technical features

S800N

General Data
Tripping characteristics B, C, D

Standards IEC/EN 60947-2, EN 60898-1

Number of poles 1 … 4

Rated current Ie A 6 … 63

Rated frequency f Hz 50/60

Rated insulation voltage Ui acc. to IEC/EN 60664-1 V AC 690

Rated impulse withstand voltage Uimp. (1.2/50 µs) kV 8

Dielectric test voltage at ind. freq. for 1 min. kV 2.4

Overvoltage category IV

Pollution degree 3

Suitability for isolation yes

Data acc. to IEC/EN 60898-1

Grid distance mm 50

Rated operational voltage Ue V AC 230/400

Min. operating voltage	 V AC 12

Rated short-circuit capacity Icn kA AC 230/400 V (10 … 63 A) = 20 kA

Reference temperature for tripping characteristics °C 30°C (Char. B, C, D)

Electrical and Mechanical Endurance cycle (OFF-
ON-OFF)

10...32 A: 10000 electrical / 10000 mechanical
40...63 A: 6000 electrical / 10000 mechanical

Service short-circuit capacity Ics kA 230/400 V (10 … 63 A) = 10 kA

Data acc. to IEC/EN 60947-2

Rated operational voltage Ue

V
AC 240/400 V (1-pole)
AC 415/690 V (multi-pole)
DC 125 (1-pole)
DC 250 (2-pole)
DC 375 (3-pole)
DC 500 (4-pole)

Min. operating voltage V AC/DC 12 V

Rated ultimate short-circuit capacity Icu 
(Single pole / Multi pole) 

kA AC 240/415 V = 36 kA
AC 254/440 V = 20 kA
AC 289/500 V = 10 kA
AC 400/690 V = 4.5 kA
DC 125 V (1-pole) = 20 kA
DC 250 V (2-pole) = 20 kA
DC 375 V (3-pole) = 20 kA
DC 500 V (4-pole) = 20 kA

Rated service short-circuit capacity Ics 
(Single pole / Multi pole) 

kA AC 240/415 V = 30 kA
AC 254/440 V = 15 kA
AC 289/500 V = 8 kA
AC 400/690 V = 3 kA
DC 125 V (1-pole) = 20 kA
DC 250 V (2-pole) = 20 kA
DC 375 V (3-pole) = 20 kA
DC 500 V (4-pole) = 20 kA

Reference temperature for tripping characteristics °C  30 °C

Electrical and Mechanical Endurance cycle (OFF-
ON-OFF)

6 … 32 A: 10 000 electrical/10000 mechanical
40 … 63 A: 6000 electrical/10000 mechanical

Mechanical Data
Housing type Material group I, RAL 7035
Toggle type black, lockable
Plastic classification acc. to UL94     V0
Classification for the component requirement / 
hazard level acc. to EN45545-2

R26 / HL3; R22 / HL2

Protection degree acc. to EN 60529 IP20; IP40 (actuating end only)
Shock & Vibration Resistance acc. to IEC 61373 5g / 30ms, Cat 1 / Class B
Resistance to shock acc. to IEC/EN 60068-2-27 5g / 30ms, Test Ea
Resistance to Vibrations acc. to IEC 60068-2-6 5 - 13.2Hz /1 mm

13.2 - 100Hz / 0.7g
with load 80% x Ie, Test Fc

Environmental conditions (damp heat)  
acc. to IEC/EN 60068-2-30 

°C/RH 2 cycles: 12h 55°C @98% rh; 12h 25°C @93% rh

Environmental condition (dry heat)
acc. to IEC/EN 60068-2-2

°C/RH 16 hours 70°C

Environmental condition (low temp)
acc. to IEC/EN 60068-2-1

°C/RH 16 hours -40°C

Ambient temperature (with daily average ≤ +35°C) °C –40....70
Storage temperature °C – 40 … +70
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MCBs 
S800N series technical features

S800N

Installation

Terminal type Failsafe cage or ringlug terminal

Connections (top/bottom) – Cu only mm2 1 … 50 flexible 
1 … 70 solid (rigid or stranded)

Tightening torque Nm 3.5

in-Ibs. 31

Wire stripping length mm 19

Screwdriver POZI 2

Mounting type EN 60715

Mounting position Any

Supply from Top and bottom

Dimensions and weight

Pole dimensions (H x L x W) mm 95 x 82.5 x 27

Pole weight g ca. 240

S800-AUX S800-AUX/
ALT

S800-
RSU-H

S800W-
RSU

S800S-
SCL-SR

S800W-
SCL-SR

S800HV-
SCL-SR

S800-SOR S800-UVR DDA800

Combination 

with aux. Elements

yes yes yes yes yes yes no yes yes yes
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S800N-B characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for people and big length cables in TN and IT 
systems; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired 
downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60898, IEC/EN 60947-2
Icn=20 kA (10 ... 80 A)
Icu=36 kA

—
MCBs
S800N series with cage terminal B characteristic

Number
of poles

Rated current 
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

1     6 408428 S801N-B6 2CCS891001R0065 0.24 1

    8 411640 S801N-B8 2CCS891001R0085 0.24 1

  10 203801 S801N-B10 2CCS891001R0105 0.24 1

  13 203818 S801N-B13 2CCS891001R0135 0.24 1

  16 203825 S801N-B16 2CCS891001R0165 0.24 1

  20 203832 S801N-B20 2CCS891001R0205 0.24 1

  25 203849 S801N-B25 2CCS891001R0255 0.24 1

  32 203856 S801N-B32 2CCS891001R0325 0.24 1

  40 203863 S801N-B40 2CCS891001R0405 0.24 1

  50 203870 S801N-B50 2CCS891001R0505 0.24 1

  63 203887 S801N-B63 2CCS891001R0635 0.24 1

2     6 408435 S802N-B6 2CCS892001R0065 0.48 1

    8 411657 S802N-B8 2CCS892001R0085 0.48 1

  10 203924 S802N-B10 2CCS892001R0105 0.48 1

  13 203931 S802N-B13 2CCS892001R0135 0.48 1

  16 203948 S802N-B16 2CCS892001R0165 0.48 1

  20 203955 S802N-B20 2CCS892001R0205 0.48 1

  25 203962 S802N-B25 2CCS892001R0255 0.48 1

  32 203979 S802N-B32 2CCS892001R0325 0.48 1

  40 203986 S802N-B40 2CCS892001R0405 0.48 1

  50 203993 S802N-B50 2CCS892001R0505 0.48 1

  63 204006 S802N-B63 2CCS892001R0635 0.48 1

S801N

S802N
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MCBs
S800N series with cage terminal B characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3     6 408442 S803N-B6 2CCS893001R0065 0.72 1

    8 411664 S803N-B8 2CCS893001R0085 0.72 1

  10 204044 S803N-B10 2CCS893001R0105 0.72 1

  13 204051 S803N-B13 2CCS893001R0135 0.72 1

  16 204068 S803N-B16 2CCS893001R0165 0.72 1

  20 204075 S803N-B20 2CCS893001R0205 0.72 1

  25 204082 S803N-B25 2CCS893001R0255 0.72 1

  32 204099 S803N-B32 2CCS893001R0325 0.72 1

  40 204105 S803N-B40 2CCS893001R0405 0.72 1

  50 204112 S803N-B50 2CCS893001R0505 0.72 1

  63 204129 S803N-B63 2CCS893001R0635 0.72 1

4     6 408459 S804N-B6 2CCS894001R0065 0.96 1

    8 411671 S804N-B8 2CCS894001R0085 0.96 1

  10 204167 S804N-B10 2CCS894001R0105 0.96 1

  13 204174 S804N-B13 2CCS894001R0135 0.96 1

  16 204181 S804N-B16 2CCS894001R0165 0.96 1

  20 204198 S804N-B20 2CCS894001R0205 0.96 1

  25 204204 S804N-B25 2CCS894001R0255 0.96 1

  32 204211 S804N-B32 2CCS894001R0325 0.96 1

  40 204228 S804N-B40 2CCS894001R0405 0.96 1

  50 204235 S804N-B50 2CCS894001R0505 0.96 1

  63 204242 S804N-B63 2CCS894001R0635 0.96 1

S803N

S804N
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S800N-C characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for resistive and inductive loads with low 
inrush current; very useful when selectivity is needed vs an MCCB or back-up vs other MCBs 
wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60898, IEC/EN 60947-2
Icn=20 kA (10 ... 80 A)
Icu=36 kA

—
MCBs 
S800N series with cage terminal C characteristic

Number
of poles

Rated current 
 [A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

1     6 408466 S801N-C6 2CCS891001R0064 0.24 1

    8 411688 S801N-C8 2CCS891001R0084 0.24 1

  10 204280 S801N-C10 2CCS891001R0104 0.24 1

  13 204297 S801N-C13 2CCS891001R0134 0.24 1

  16 204303 S801N-C16 2CCS891001R0164 0.24 1

  20 204310 S801N-C20 2CCS891001R0204 0.24 1

  25 204327 S801N-C25 2CCS891001R0254 0.24 1

  32 204334 S801N-C32 2CCS891001R0324 0.24 1

  40 204341 S801N-C40 2CCS891001R0404 0.24 1

  50 204358 S801N-C50 2CCS891001R0504 0.24 1

  63 204365 S801N-C63 2CCS891001R0634 0.24 1

2     6 408473 S802N-C6 2CCS892001R0064 0.48 1

    8 411695 S802N-C8 2CCS892001R0084 0.48 1

  10 204402 S802N-C10 2CCS892001R0104 0.48 1

  13 204419 S802N-C13 2CCS892001R0134 0.48 1

  16 204426 S802N-C16 2CCS892001R0164 0.48 1

  20 204433 S802N-C20 2CCS892001R0204 0.48 1

  25 204440 S802N-C25 2CCS892001R0254 0.48 1

  32 204457 S802N-C32 2CCS892001R0324 0.48 1

  40 204464 S802N-C40 2CCS892001R0404 0.48 1

  50 204471 S802N-C50 2CCS892001R0504 0.48 1

  63 204488 S802N-C63 2CCS892001R0634 0.48 1

S801N

S802N



M IN I AT U R E CIR C U IT B R E A K ER S 02/99

0
2

—
MCBs
S800N series with cage terminal C characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

3     6 408480 S803N-C6 2CCS893001R0064 0.72 1

    8 411701 S803N-C8 2CCS893001R0084 0.72 1

  10 204525 S803N-C10 2CCS893001R0104 0.72 1

  13 204532 S803N-C13 2CCS893001R0134 0.72 1

  16 204549 S803N-C16 2CCS893001R0164 0.72 1

  20 204556 S803N-C20 2CCS893001R0204 0.72 1

  25 204563 S803N-C25 2CCS893001R0254 0.72 1

  32 204570 S803N-C32 2CCS893001R0324 0.72 1

  40 204587 S803N-C40 2CCS893001R0404 0.72 1

  50 204594 S803N-C50 2CCS893001R0504 0.72 1

  63 204600 S803N-C63 2CCS893001R0634 0.72 1

4     6 408497 S804N-C6 2CCS894001R0064 0.96 1

    8 411718 S804N-C8 2CCS894001R0084 0.96 1

  10 204648 S804N-C10 2CCS894001R0104 0.96 1

  13 204655 S804N-C13 2CCS894001R0134 0.96 1

  16 204662 S804N-C16 2CCS894001R0164 0.96 1

  20 204679 S804N-C20 2CCS894001R0204 0.96 1

  25 204686 S804N-C25 2CCS894001R0254 0.96 1

  32 204693 S804N-C32 2CCS894001R0324 0.96 1

  40 204709 S804N-C40 2CCS894001R0404 0.96 1

  50 204716 S804N-C50 2CCS894001R0504 0.96 1

  63 204723 S804N-C63 2CCS894001R0634 0.96 1

S803N

S804N
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S800N-D characteristic
Function: protection and control of the circuits against overloads and short-circuits when 
a high breaking capacity is required; protection for circuits which supply loads with high 
inrush current at the circuit closing (motors, LV / LV transformers, breakdown lamps); very 
useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60898, IEC/EN 60947-2
Icn=20 kA (10 ... 80 A)
Icu=36 kA

—
MCBs
S800N series with cage terminal D characteristic

Number
of poles

Rated current 
 [A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

1     6 408503 S801N-D6 2CCS891001R0061 0.24 1

    8 411725 S801N-D8 2CCS891001R0081 0.24 1

  10 204761 S801N-D10 2CCS891001R0101 0.24 1

  13 204778 S801N-D13 2CCS891001R0131 0.24 1

  16 204785 S801N-D16 2CCS891001R0161 0.24 1

  20 204792 S801N-D20 2CCS891001R0201 0.24 1

  25 204808 S801N-D25 2CCS891001R0251 0.24 1

  32 204815 S801N-D32 2CCS891001R0321 0.24 1

  40 204822 S801N-D40 2CCS891001R0401 0.24 1

  50 204839 S801N-D50 2CCS891001R0501 0.24 1

  63 204846 S801N-D63 2CCS891001R0631 0.24 1

2     6 408510 S802N-D6 2CCS892001R0061 0.49 1

    8 411732 S802N-D8 2CCS892001R0081 0.49 1

  10 204884 S802N-D10 2CCS892001R0101 0.49 1

  13 204891 S802N-D13 2CCS892001R0131 0.49 1

  16 204907 S802N-D16 2CCS892001R0161 0.49 1

  20 204914 S802N-D20 2CCS892001R0201 0.49 1

  25 204921 S802N-D25 2CCS892001R0251 0.49 1

  32 204938 S802N-D32 2CCS892001R0321 0.49 1

  40 204945 S802N-D40 2CCS892001R0401 0.49 1

  50 204952 S802N-D50 2CCS892001R0501 0.49 1

  63 204969 S802N-D63 2CCS892001R0631 0.49 1

3     6 408527 S803N-D6 2CCS893001R0061 0.74 1

    8 411749 S803N-D8 2CCS893001R0081 0.74 1

  10 205003 S803N-D10 2CCS893001R0101 0.74 1

  13 205010 S803N-D13 2CCS893001R0131 0.74 1

  16 205027 S803N-D16 2CCS893001R0161 0.74 1

  20 205034 S803N-D20 2CCS893001R0201 0.74 1

  25 205041 S803N-D25 2CCS893001R0251 0.74 1

  32 205058 S803N-D32 2CCS893001R0321 0.74 1

  40 205065 S803N-D40 2CCS893001R0401 0.74 1

  50 205072 S803N-D50 2CCS893001R0501 0.74 1

  63 205089 S803N-D63 2CCS893001R0631 0.74 1

S801N

S802N

S803N
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MCBs
S800N series with cage terminal D characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
7612271

Order details Weight
[kg]

Pack.
unitType Code Order code

4     6 408534 S804N-D6 2CCS894001R0061 0.98 1

    8 411756 S804N-D8 2CCS894001R0081 0.98 1

  10 205126 S804N-D10 2CCS894001R0101 0.98 1

  13 205133 S804N-D13 2CCS894001R0131 0.98 1

  16 205140 S804N-D16 2CCS894001R0161 0.98 1

  20 205157 S804N-D20 2CCS894001R0201 0.98 1

  25 205164 S804N-D25 2CCS894001R0251 0.98 1

  32 205171 S804N-D32 2CCS894001R0321 0.98 1

  40 205188 S804N-D40 2CCS894001R0401 0.98 1

  50 205195 S804N-D50 2CCS894001R0501 0.98 1

  63 205201 S804N-D63 2CCS894001R0631 0.98 1

S804N
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MCBs 
S800C series technical features

S800C

General Data

Tripping characteristics B, C, D, K

Standards IEC/EN 60947-2,EN 60898-1, UL 1077

Number of poles 1 … 4

Rated current Ie A 10 … 63

Rated frequency f Hz 50/60

Rated insulation voltage Ui acc. to IEC/EN 60664-1 V AC 500

Rated impulse withstand voltage Uimp. (1.2/50 µs) kV 8

Dielectric test voltage at ind. freq. for 1 min. kV 2.4

Overvoltage category IV

Pollution degree 3

Suitability for isolation yes

Data acc. to IEC/EN 60898-1

Grid distance mm 50

Rated operational voltage Ue V AC 230/400

Min. operating voltage	 V AC 12

Rated short-circuit capacity Icn kA 15 kA

Reference temperature for tripping characteristics °C 30°C (Char. B, C, D)

Electrical and Mechanical Endurance cycle (OFF-ON-OFF) 10 … 32 A: 10 000 electrical/10 000 mechanical 
40 … 63 A: 6000 electrical/10 000 mechanical

Service short-circuit capacity Ics kA Char. B, C, D: 230/400 V = 7.5 kA

Data acc. to IEC/EN 60947-2
Rated operational voltage Ue V AC 240/254 V (1-pole)

AC 415/440 V (multi-pole)
DC 125 (1-pole)
DC 250 (2-pole)
DC 375 (3-pole)
DC 500 (4-pole)

Min. operating voltage V AC/DC 12 V

Rated ultimate short-circuit capacity Icu 
(Single pole / Multi pole) 

kA AC 240/415 V = 25 kA
AC 254/440 V = 15 kA
DC 125 V (1-pole) = 10 kA
DC 250 V (2-pole) = 10 kA
DC 375 V (3-pole) = 10 kA
DC 500 V (4-pole) = 10 kA

Rated service short-circuit capacity Ics 
(Single pole / Multi pole)

kA AC 240/415 V = 25kA
AC 254/440 V = 10 kA
DC 125 V (1-pole) = 10 kA
DC 250 V (2-pole) = 10 kA
DC 375 V (3-pole) = 10 kA
DC 500 V (4-pole) = 10 kA

Reference temperature for tripping characteristics °C  B, C, D: 30 °C
K: 40 °C

Electrical and Mechanical Endurance cycle (OFF-ON-OFF) 6 … 32 A: 10 000 electrical/10 000 mechanical
40 … 63A: 6000 electrical/10 000 mechanical

Mechanical Data

Housing type Material group I, RAL 7035

Toggle type black, lockable

Plastic classification acc. to UL94     V0

Classification for the component requirement / 
hazard level acc. to EN45545-2 R26 / HL3; R22 / HL2

Protection degree acc. to EN 60529 IP20; IP40 (actuating end only)

Shock & Vibration Resistance acc. to IEC 61373 5g / 30ms, Cat 1 / Class B

Resistance to shock acc. to IEC/EN 60068-2-27 5g / 30ms, Test Ea

Resistance to Vibrations acc. to IEC 60068-2-6 5 - 13.2Hz /1 mm
13.2 - 100Hz / 0.7g
with load 80% x Ie, Test Fc

Environmental conditions (damp heat) 
acc. to IEC/EN 60068-2-30 

°C/RH 2 cycles: 12h 55°C @98% rh; 12h 25°C @93% rh

Environmental condition (dry heat)
acc. to IEC/EN 60068-2-2

°C/RH 16 hours 70°C

Environmental condition (low temp)
acc. to IEC/EN 60068-2-1

16 hours -40°C

Ambient temperature (with daily average ≤ +35°C) °C –40....+70

Storage temperature °C –40 … +70

Data acc. to UL 1077/ C22.2 No 235, Supplementary Protector
Alternating current: int. cap. 1P	

AC 240 = 20 kA	
AC 277 = 10 kA
2P, 3P, 4P	
AC 240 V = 20 kA	
AC 277 V = 10 kA

Direct current: int. cap. DC 125 V (1P) = 10 kA
DC 250 V (2P) = 10 kA
DC 375 V (3P) = 10 kA
DC 500 V (4P) = 10 kA
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MCBs 
S800C series technical features

S800C

Installation

Terminal type Failsafe cage or ringlug terminal

Connections (top/bottom) – Cu only mm2

AWG

1 … 50 flexible 
1 … 70 solid (rigid or stranded)
10 - 30 A: 14 AWG – 2 AWG
40 - 63 A: 14 AWG – 2 AWG

Tightening torque Nm 3.5

in-Ibs. 31

Wire stripping length mm 19

Screwdriver POZI 2

Mounting type EN 60715

Mounting position Any

Supply from Top and bottom

Dimensions and weight

Pole dimensions (H x L x W) mm 95 x 82.5 x 27

Pole weight g ca. 240

S800-AUX S800-AUX/
ALT

S800-
RSU-H

S800W-
RSU

S800S-
SCL-SR

S800W-
SCL-SR

S800HV-
SCL-SR

S800-SOR S800-UVR DDA800

Combination 

with aux. Elements

yes yes yes yes yes yes no yes yes yes
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S800C-B characteristic
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for people and big length cables in TN and IT systems; 
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2, IEC/EN 60898, UL 1077, supplementary protector
Icn=15 kA
Icu=25 kA

—
MCBs
S800C series with cage terminal B characteristic

Number
of poles

Rated current 
[A]

GTIN EAN
76122712

Order details Weight
[kg]

Pack.
unitType Code Order code

1   10 12087 S801C-B10 2CCS881001R0105 0.25 1

  13 12247 S801C-B13 2CCS881001R0135 0.25 1

  16 12407 S801C-B16 2CCS881001R0165 0.25 1

  20 12568 S801C-B20 2CCS881001R0205 0.25 1

  25 12728 S801C-B25 2CCS881001R0255 0.25 1

  32 12889 S801C-B32 2CCS881001R0325 0.25 1

  40 13046 S801C-B40 2CCS881001R0405 0.25 1

  50 13206 S801C-B50 2CCS881001R0505 0.25 1

  63 13367 S801C-B63 2CCS881001R0635 0.25 1
2   10 12094 S802C-B10 2CCS882001R0105 0.49 1

  13 12254 S802C-B13 2CCS882001R0135 0.49 1

  16 12414 S802C-B16 2CCS882001R0165 0.49 1

  20 12575 S802C-B20 2CCS882001R0205 0.49 1

  25 12735 S802C-B25 2CCS882001R0255 0.49 1

  32 12896 S802C-B32 2CCS882001R0325 0.49 1

  40 13053 S802C-B40 2CCS882001R0405 0.49 1

  50 13213 S802C-B50 2CCS882001R0505 0.49 1

  63 13374 S802C-B63 2CCS882001R0635 0.49 1
3   10 12100 S803C-B10 2CCS883001R0105 0.74 1

  13 12261 S803C-B13 2CCS883001R0135 0.74 1

  16 12421 S803C-B16 2CCS883001R0165 0.74 1

  20 12582 S803C-B20 2CCS883001R0205 0.74 1

  25 12742 S803C-B25 2CCS883001R0255 0.74 1

  32 12902 S803C-B32 2CCS883001R0325 0.74 1

  40 13060 S803C-B40 2CCS883001R0405 0.74 1

  50 13220 S803C-B50 2CCS883001R0505 0.74 1

  63 13381 S803C-B63 2CCS883001R0635 0.74 1
4   10 12117 S804C-B10 2CCS884001R0105 0.98 1

  13 12278 S804C-B13 2CCS884001R0135 0.98 1

  16 12438 S804C-B16 2CCS884001R0165 0.98 1

  20 12599 S804C-B20 2CCS884001R0205 0.98 1

  25 12759 S804C-B25 2CCS884001R0255 0.98 1

  32 12919 S804C-B32 2CCS884001R0325 0.98 1

  40 13077 S804C-B40 2CCS884001R0405 0.98 1

  50 13237 S804C-B50 2CCS884001R0505 0.98 1

  63 13398 S804C-B63 2CCS884001R0635 0.98 1

S801C

S802C

S803C

S804C
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S800C-C characteristic
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for people and big length cables in TN and IT systems; 
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2, IEC/EN 60898, UL 1077, supplementary protector
Icn=15 kA
Icu=25 kA

—
MCBs 
S800C series with cage terminal C characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
76122712

Order details Weight
[kg]

Pack.
unitType Code Order code

1   10 12124 S801C-C10 2CCS881001R0104 0.25 1

  13 12285 S801C-C13 2CCS881001R0134 0.25 1

  16 12445 S801C-C16 2CCS881001R0164 0.25 1

  20 12605 S801C-C20 2CCS881001R0204 0.25 1

  25 12766 S801C-C25 2CCS881001R0254 0.25 1

  32 12926 S801C-C32 2CCS881001R0324 0.25 1

  40 13084 S801C-C40 2CCS881001R0404 0.25 1

  50 13244 S801C-C50 2CCS881001R0504 0.25 1

  63 13404 S801C-C63 2CCS881001R0634 0.25 1
2   10 12131 S802C-C10 2CCS882001R0104 0.49 1

  13 12292 S802C-C13 2CCS882001R0134 0.49 1

  16 12452 S802C-C16 2CCS882001R0164 0.49 1

  20 12612 S802C-C20 2CCS882001R0204 0.49 1

  25 12773 S802C-C25 2CCS882001R0254 0.49 1

  32 12933 S802C-C32 2CCS882001R0324 0.49 1

  40 13091 S802C-C40 2CCS882001R0404 0.49 1

  50 13251 S802C-C50 2CCS882001R0504 0.49 1

  63 13411 S802C-C63 2CCS882001R0634 0.49 1
3   10 12148 S803C-C10 2CCS883001R0104 0.74 1

  13 12308 S803C-C13 2CCS883001R0134 0.74 1

  16 12469 S803C-C16 2CCS883001R0164 0.74 1

  20 12629 S803C-C20 2CCS883001R0204 0.74 1

  25 12780 S803C-C25 2CCS883001R0254 0.74 1

  32 12940 S803C-C32 2CCS883001R0324 0.74 1

  40 13107 S803C-C40 2CCS883001R0404 0.74 1

  50 13268 S803C-C50 2CCS883001R0504 0.74 1

  63 13428 S803C-C63 2CCS883001R0634 0.74 1
4   10 12155 S804C-C10 2CCS884001R0104 0.98 1

  13 12315 S804C-C13 2CCS884001R0134 0.98 1

  16 12476 S804C-C16 2CCS884001R0164 0.98 1

  20 12636 S804C-C20 2CCS884001R0204 0.98 1

  25 12797 S804C-C25 2CCS884001R0254 0.98 1

  32 12957 S804C-C32 2CCS884001R0324 0.98 1

  40 13114 S804C-C40 2CCS884001R0404 0.98 1

  50 13275 S804C-C50 2CCS884001R0504 0.98 1

  63 13435 S804C-C63 2CCS884001R0634 0.98 1

S801C

S802C

S803C

S804C
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MCBs
S800C series with cage terminal D characteristic

S800C-D characteristic
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for people and big length cables in TN and IT systems; 
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2, IEC/EN 60898, UL 1077, supplementary protector
Icn=15 kA
Icu=25 kA

Number
of poles

Rated current 
[A]

GTIN EAN
76122712

Order details Weight
[kg]

Pack.
unitType Code Order code

1   10 12162 S801C-D10 2CCS881001R0101 0.25 1

  13 12322 S801C-D13 2CCS881001R0131 0.25 1

  16 12483 S801C-D16 2CCS881001R0161 0.25 1

  20 12643 S801C-D20 2CCS881001R0201 0.25 1

  25 12803 S801C-D25 2CCS881001R0251 0.25 1

  32 12964 S801C-D32 2CCS881001R0321 0.25 1

  40 13121 S801C-D40 2CCS881001R0401 0.25 1

  50 13282 S801C-D50 2CCS881001R0501 0.25 1

  63 13442 S801C-D63 2CCS881001R0631 0.25 1
2   10 12179 S802C-D10 2CCS882001R0101 0.49 1

  13 12339 S802C-D13 2CCS882001R0131 0.49 1

  16 12490 S802C-D16 2CCS882001R0161 0.49 1

  20 12650 S802C-D20 2CCS882001R0201 0.49 1

  25 12810 S802C-D25 2CCS882001R0251 0.49 1

  32 12971 S802C-D32 2CCS882001R0321 0.49 1

  40 13138 S802C-D40 2CCS882001R0401 0.49 1

  50 13299 S802C-D50 2CCS882001R0501 0.49 1

  63 13459 S802C-D63 2CCS882001R0631 0.49 1
3   10 12186 S803C-D10 2CCS883001R0101 0.74 1

  13 12346 S803C-D13 2CCS883001R0131 0.74 1

  16 12506 S803C-D16 2CCS883001R0161 0.74 1

  20 12667 S803C-D20 2CCS883001R0201 0.74 1

  25 12827 S803C-D25 2CCS883001R0251 0.74 1

  32 12988 S803C-D32 2CCS883001R0321 0.74 1

  40 13145 S803C-D40 2CCS883001R0401 0.74 1

  50 13305 S803C-D50 2CCS883001R0501 0.74 1

  63 13466 S803C-D63 2CCS883001R0631 0.74 1
4   10 12193 S804C-D10 2CCS884001R0101 0.98 1

  13 12353 S804C-D13 2CCS884001R0131 0.98 1

  16 12513 S804C-D16 2CCS884001R0161 0.98 1

  20 12674 S804C-D20 2CCS884001R0201 0.98 1

  25 12834 S804C-D25 2CCS884001R0251 0.98 1

  32 12995 S804C-D32 2CCS884001R0321 0.98 1

  40 13152 S804C-D40 2CCS884001R0401 0.98 1

  50 13312 S804C-D50 2CCS884001R0501 0.98 1

  63 13473 S804C-D63 2CCS884001R0631 0.98 1

S801C

S802C

S803C

S804C
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S800C-K characteristic
Function: protection and control of the circuits against overloads and short-circuits when a high 
breaking capacity is required; protection for people and big length cables in TN and IT systems; 
very useful when selectivity is needed vs an MCCB or back-up vs other MCBs wired downstream.
Applications: commercial and industrial.
Standard: IEC/EN 60947-2, UL 1077, supplementary protector
Icu=25 kA

—
MCBs
S800C series with cage terminal K characteristic

Number
of poles

Rated current  
[A]

GTIN EAN
76122712

Order details Weight
[kg]

Pack.
unitType Code Order code

1   10 12209 S801C-K10 2CCS881001R0427 0.25 1

  13 12360 S801C-K13 2CCS881001R0447 0.25 1

  16 12520 S801C-K16 2CCS881001R0467 0.25 1

  20 12681 S801C-K20 2CCS881001R0487 0.25 1

  25 12841 S801C-K25 2CCS881001R0517 0.25 1

  32 13008 S801C-K32 2CCS881001R0537 0.25 1

  40 13169 S801C-K40 2CCS881001R0557 0.25 1

  50 13329 S801C-K50 2CCS881001R0577 0.25 1

  63 13480 S801C-K63 2CCS881001R0597 0.25 1
2   10 12216 S802C-K10 2CCS882001R0427 0.49 1

  13 12377 S802C-K13 2CCS882001R0447 0.49 1

  16 12537 S802C-K16 2CCS882001R0467 0.49 1

  20 12698 S802C-K20 2CCS882001R0487 0.49 1

  25 12858 S802C-K25 2CCS882001R0517 0.49 1

  32 13015 S802C-K32 2CCS882001R0537 0.49 1

  40 13176 S802C-K40 2CCS882001R0557 0.49 1

  50 13336 S802C-K50 2CCS882001R0577 0.49 1

  63 13497 S802C-K63 2CCS882001R0597 0.49 1
3   10 12223 S803C-K10 2CCS883001R0427 0.74 1

  13 12384 S803C-K13 2CCS883001R0447 0.74 1

  16 12544 S803C-K16 2CCS883001R0467 0.74 1

  20 12704 S803C-K20 2CCS883001R0487 0.74 1

  25 12865 S803C-K25 2CCS883001R0517 0.74 1

  32 13022 S803C-K32 2CCS883001R0537 0.74 1

  40 13183 S803C-K40 2CCS883001R0557 0.74 1

  50 13343 S803C-K50 2CCS883001R0577 0.74 1

  63 13503 S803C-K63 2CCS883001R0597 0.74 1
4   10 12230 S804C-K10 2CCS884001R0427 0.98 1

  13 12391 S804C-K13 2CCS884001R0447 0.98 1

  16 12551 S804C-K16 2CCS884001R0467 0.98 1

  20 12711 S804C-K20 2CCS884001R0487 0.98 1

  25 12872 S804C-K25 2CCS884001R0517 0.98 1

  32 13039 S804C-K32 2CCS884001R0537 0.98 1

  40 13190 S804C-K40 2CCS884001R0557 0.98 1

  50 13350 S804C-K50 2CCS884001R0577 0.98 1

  63 13510 S804C-K63 2CCS884001R0597 0.98 1

S801C

S802C

S803C

S804C


